
Cunningham Campers, Inc.
5201 Highway 62

Jeffersonville, IN 47130
1-812-284-0276 Option 3

Welcome to our Used Jayco Owners' Group

We Know Jayco Parts! 
As a group member you receive 10% OFF any order for parts, not already on sale. 
Just call us with your VIN # and we will find what you need and ship it directly from 
Jayco to your front door.

Like Jayco, we are family owned and operated. Our courteous professionals are here 
to help make your shopping experience as pleasant as humanly possible.

1-812-284-0276
Use Option 3 For Parts

http://parts.cunninghamcampers.com/jaycoclub
Cunningham’s – Selling & Servicing Jayco RV’s for OVER 38 Years!

http://parts.cunninghamcampers.com/jaycoclub


OWNERS MANUAL

RV

1978-79

General Offices: Box 460 * Middlebury, IN 46540
Phone (219) 825-5861





YOUR NEW JAYCO IS YOUR PASSPORT TO A WHOLE WORLD OF NEW FRIENDS,
CAMPING FUN AND TRAVEL ADVENTURE WHEN YOU JOIN THE THOUSANDS OF
JAYCO FAMILIES WHO MAKE UP THE . . .

JAYCO JAFARI INTERNATIONAL TRAVEL CLUB

You will find us enjoying the friendship and fellowship of JAFARI CAMPING as we join our
local area FLIGHTS at hundreds of weekend camp-outs all over North America each month . . .

WE’RE THE FAMILIES OF JAYCO!

There are special STATE, REGIONAL and INTERNATIONAL RALLIES where you can join
with your fellow JAFARIANS and their flights to enjoy a special kind of togetherness . . . fun,
games, and entertainment provide memories to last a lifetime.

And . . . how about the exotic surroundings of NEW ORLEANS, the sounds and color of
NASHVILLE and the GRAND OLE OPRY, the roar and rush of the INDIANAPOLIS 500, the
quiet surroundings of the CANADIAN ROCKIES, the color of the SMOKY MOUNTAINS in
the Fall. These and many other adventures can be yours when you join the. . .

JAYCO JAFARI INTERNATIONAL TRAVEL CLUB

Fill in the blanks on the reverse side, cut along dotted line and mail along with a check to:

JAYCO JAFARI INT’L TRAVEL CLUB

ATTN: Membership Coordinator

P.O. Box 192

Osceola, IN 46561-0192



Yes, it’s for everyone with a JAYCO RV; young couples just starting out, families spending quality
time together, the young at heart expanding their life experiences. Whether you belong to another
camping club, have always traveled alone, or are just starting, don’t miss out on one of the most
priceless benefits of being an RV family . . . meet new friends and spend a bit of your camping life
with some of the finest people you will ever have the opportunity to share a campfire or treasure a
moment of golden living with a . . FIFTH-WHEEL TRAVEL TRAILER. . .SPORT UTILITY
TRAILER . . . CONVENTIONAL TRAVEL TRAILER . . . TYPE C MOTORHOME . . . FOLDING
CAMPING TRAILER . . . it doesn’t matter. If you are a JAYCO RV FAMILY, then you are eligible
to become a Jayco Jafari Member.

YOU WILL NEVER BE SORRY YOU MADE THE DECISION!

Your membership entitles you to:
• Special international decals for your unit.
• The Hitch newsletter with schedules of upcoming events and activities.
• A membership roster - containing the names and addresses of current members of the club

will be sent bi-yearly.
• Discount Cards for several national theme parks including Six Flags and Busch Corp. Parks.
• A special price is available on Wheeler’s Campground Guides.
• Discounts with Hertz Rental Car.
• Discounts with Coach Net, an emergency roadside service.
• Farm & City Insurance has RV insurance available at discounted rates to current Jayco Jafari

International Club members.
• All of this, plus the joy of meeting new friends and enjoy Jafari adventures around the

country.

Start with the first phase of your camping life...just complete the following application and forward it
to the Jayco Jafari International Travel Club office. Your membership application may also be
completed online, by visiting our website at www.jaycorvclub.com. If you have further questions,
contact the club office direct at the website or by calling
800-262-5178. Local calls can be made to 574-258-0571.

WELCOME TO THE JAFARI FAMILY!

TO: Membership Coordinator for the Jayco Jafari International Travel Club

Please enroll us as members in the Jayco Travel Club. We are ready to roll to where the “friends we
just haven’t met yet” have the coffee on the fire and are waiting for us to arrive: We are ...

Name: Spouse:

Address: Phone:

City: State: Zip:

Email:

Ages of Children at Home:

Our JAYCO is a: Our Dealer
(type & size)

Membership Dues:
One year $25.00 Amount enclosed. $
Two years: $45.00 Check #:
Three years: $65.00

(signature) (date)

�
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"Hello, I 'm Lloyd J. Bontrager, President of Jayco. 

"I'd like to thank you for making the purchase of a Jayco camper. We 
have carefully designed, engineered and manufactured your camper with 
the finest materials available. This is because I personally believe in 
quality. Our objective is always quality without any sacrifice for the sake 
of profit. This is the way our business has grown. 

"As a builder of recreational vehicles we depend on our customers' 
satisfaction to stay in business. That's why we stand behind all of our 
products with our warranty program, and that's why I will personally see 
that everything reasonable will be done to keep you satisfied should a 
problem arise. 

"I  hope you'l l enjoy the outdoors as much as I do. Camping is a 
wonderful way to relax and travel with your entire family. Remember, 
dispose of your fitter and trash when you break camp so others can enjoy 
the outdoors and landscape as much as you did. Please join our fight for 
a cleaner world. ' ' 

Sincerely, . . 

Lloyd J. ~on f iager  
President 
Jayco, Inc. 



INTRODUCTION 

Welcome to the world of recreational vehicle travel. Your purchase of a 
Jayco RV allows you to enter this unique world of camping and leisure in a 
grand style. Your RV has been designed and engineered to offer you 
many comforts of home that will make your camping experiences as 
enjoyable as possible. 

This owner's manual was prepared to assist you in understanding the 
proper use and operation of various containment systems, servicing and 
maintenance of component parts, and explanation of your warranty 
protection. If you are a newcomer to RV travel, you will especially 
appreciate the suggestions and "shop talk" information to be found 
throughout this manual to help you obtain the most pleasure from the use 
of your vehicle. 

Your RV has been provided with quality time-tested materials and 
components, and if operated within recommended procedures, should 
provide you with many miles of virtually trouble-free travel. After the 
initial running-in period and usual minor adjustments to components and 
systems, only simple routine servicing is required. 

We have made every effort to make this manual as accurate as possible in 
order to reflect information available at time of publication. Products are 
constantly being improved and we endeavor to upgrade our installatiotis 
accordingly. If the equipment in your RV differs from some descriptions 
contained herein, disregard owner's manual instructions and follow the 
separate manufacturer's instructions contained in your owner's packet. 
You should carefully read and understand this owner's manual which is a 
supplement to various other instructions supplied by the manufacturers 
of separately warranted products, and is not intended to substitute for 
these publications. Again, in event of conflicting instructions, 
illustrations or other descriptions, the information furnished by the 
respective manufacturer's separate publications should be followed. 

Keep this owner's manual in your recreational vehicle for handy 
reference. Get to know your new vehicle and how it operates. You 
should carefully re'ad and understand these instru~t ions and information 
supplied by manufacturers of separately warranted products, since they 
contain important operating, safety and maintenance instructions. 

Your purchase of our product is a considerable investment. You can 
protect that investment and retain its value by a planned program of 
operation, routine periodlc maintenance, and attention to safety 
inspections. When questions arlse that are not adequately covered by 
this manual or the manufacturer's instructions, consult your authorized 



dealer for assistance. If he cannot satisfactorily answer your questions, 
he will refer you to our staff for assistance. 

We appreciate you decision to purchase our product, which you will find 
is constructed of quality materials and of superior workmanship. Your RV 
warranty and separate warranties provided by component manufacturers 
are your assurance that you have a quality product. 

Every effort has been made to provide you with a safe, dependable 
product. Your vehicle complies with applicable requjrements of Federal 
Motor Vehicle Safety Standards, State ~egulations: Canadian Standards 
Associations (CSA) where applicable, and complies with requirements of 
ANSI Standard A119.2, the nationally recognized "Standard For 
Recreational Vehides - Installation of Plumbing, Heating and Electrical 
Systems." The Recreational Vehicle Industry Association (RVIA) and 
Canadian Standards Association (CSA) whose seal you see affixed, 
periodically inspects our production line and assists us in maintaining 
strict compliance with installation and safety standards for those 
systems. Your follow-up with periodic safety inspections and a program 
of preventive maintenance is important for the continuation of safe and 
virtually trouble-free operation. Happy Camping! 

CUSTOMER RELATIONS 

We are particularly interested in maintaining good customer relations. 
Only by having your complete confidence and satisfaction with our pro- 
duct and its service can we assure our continued success as manufac- 
turers of recreational vehicles. We have found that continuing a pleasant 
and effective relationship through our dealers is equally as important as 
maintaining the technical excelience of our product. Your authorized 
dealer will cordially assist you In providing service, maintenance, 
selection of options, and Instructions concerning the operation of your 
vehicle. 

Most problems are from misunderstandings concerning warranty and 
service, and are usually solved at the dealer level. Please understand 
that in most instances we refer back to the local dealer with our 
recommendations. If a letter to our customer service department is 
requlred, please correspond to this address: 

JAYCO, IPIC. 
P.O. Box 460 
Middlebury, IN 46540 
Telephone: (219) 825-5861 
Att'n: Customer Relations Dept. 



You have made a sizeable investment in the purchase ot our product and 
are entitled to all the benefits and services as contained in warranties for 
your RV and separately warranted products. It is important that you 
become familiar with the proper procedures for obtaining service and 
parts, in and out of warranty. Your dealer is instructed to provide you 
with orientation in these matters at time of delivery, as a supplement to 
these instructions. 

INSURANCE 

As with your automobile, it is important that you protect yourself and 
others with insurance coverages for personal liability, theft, collision, 
property damage, etc. Your dealer will assist you in obtaining 
appropriate insurance for your protection. 

There are numerous reliable insurance companies that specialize in 
providing insurance for recreational vehicles. It may pay you to check 
with the company that now provides your automobile insurance. Many 
times adequate recreational vehicle insurance may also be obtained as a 
rider to your automobile policy at a considerable savings. 

HEW COACH LIMITED WARRANTY 

@ 
Jayco LIMITED W A R R A N T Y  

- 
Joyeo, Inc. warrants to rhe original purchaser of every Jayco uni t  that o l l  parts of w r  monufocture ore 

free hom defects i n  motetiol and workmonship for a p a r i d  of one ( I )  yeor from the dote of purchose under 
nwmal use ond service. However, this warranty does net apply to any detect i n  the oesthe~ics or physic- 
o l  opporonce of the unit, nor to normal ds ter iuot im of the soft trim ond oppeoronce items due to wear 
and exposure, nor short this worronty opply to any Jayco p d u r t s  which i s  used fm commercial plrposes, 
rent or for hire, a subiect to misuse, neglect or accident. 

Under the terms of this worronty ony port of w r  monuloctured product proven defeclive in moteriol mr 
workrmnship during the one (1) yeor wrronty  p r i e d  wi l l  be replaced or rep i red  free ~f chorqe i f  such 
port i s  returned with fransportolion choqes pepaid to on euthc&ecl Joyco dealer or layco Inc. at the 
expense of the originor purchaser. Return of the p r t  to the original purchaser by Joyto shell o lso be at 
his a har expense. I f  a focloty or authorized service center i s  not ovolloble i n  your orea, cal l  direct t o  
Jayco, IN. A.C. 219/82$-5861 t o  orrvnge pomp) and p o p  repnirs t o  y w r  unlt. 

The repair or replacement of such defective p r t s  under this worronty w i l l  be mde by such dealer or 
Jayco, Inc. w/o charge for a r t s  and It mode of such dmalsr's place of business, w/o chsrgo fw labor. 

Joyco assumes nb reappsibi t i ty or lirtbillty for defects in workmnship or operotia, of separately w r -  
ranted products. These f*&'6ts'may be rmrronted by the individual monufocturcrr and o copy of  their 
worranty, i f  ovoiloble, has been included i n  your owner's pocket. Seprotely warranted p+aducts w i l l  not 
be serviced, repaired ar replaced by Joyco, Jnc. If service a porls ore required for these prducts, rcler 
t o  the h i s h e d  l ist  of fac tay  nurhorized service centers. If the t is l  is not owi lob le  for the particular 
product, write a cot1 the rnonufocturer concerned to obtain the locotian af the nearest service center. 

Ports not "of arr monufocture" to which we extend NO worronty include but are not l imited lo  t i te r  
end tubes, ronges, wens, furnaces, botteries, axles, hubs, bewings, power converters, rcfrigerotas, 
burners ond trailer broke systems. These parts may u nay not be umrranted by their manufocturer~ and 
Joyco, Inc. however ossums no obl igot im w i ~ h  regard to them. 

This worrant shell not op Iy to normal main~cnonce, such as, greasing wheel bearings, tightening lug 
nuts, etc. that tKe vehiclc w i b  require n a  to  ony domoges arising (ram ,he foilure to have such w in ten -  
once pzrfwmtd. Fobric items such as convos, conopies. window screenings, vinyl windows, cushion and 
rnollress covers, Ore no1 worronted against leakage, tears. punctures, shrinkoge, fading o. soil ing but ore 
warranted anly os ogoinst defective workmonship and naterial. 



Joyco shall not be liable for damages due to accident, negligent use, miause or acts of God. The 
vehicle i s  not o cargo trailer and thc customer is  advised to  observe the recommended gross weight limit. 
COMMERCIAL USE OR RENTALS OF THIS VEHICLE VOIDS THIS WARRANTY. 

Joyco does not ossuwe responsibil,ty far loss of use of your Jayco unit, loss of time, inconvenisncs, 
e x r " s e  tor gosoline, tclsphone, trowel, [cdging, lass OT dornoge t o  persorml property, toss of revenues 
so orres or commissions resulting fran down timc and these items are not covered by thin warronty ond 
Jayco, Inc, hereby discleimr m y  responsibility oc Liability for such. 

This one (1)  ycor wmrranty i s  specifically in l ieu of 011 other expressed wmrronties on the part d 
Joyco, Inc. and no p r s o n  including m y  deoler, agent or representative of Joyco, Inc. i s  euthorized to 
make any rcprcsentotion ar warranty concerning Jayco, Ine. on beholf OF the cornpony except t o  r e h r  the 
prchosers to this warranty ond on implied vxrrraniies orising by operation of law are spc i f i co l l y  limit- 
ed to the one ( I )  yeor duration of t i i s  m i t t en  wnrronty. 

Under the terms of this warranty ony part of our mnufactursd prcduct proven defective in material or 
wwkmonrhip during this warronly period wi l l  ba rcploced a repaired 05 described obave unless such as 
im octical or impossitrle. f f  repeated efforts fa i l  t o  correct the defect or malfunction, you m y  elect 
eitffer e refund or o replocement without charge for such products or p r t  provided, however, said uni t  is  
l i ce  and clear of lions and other encumbrances and provided further soid defqct a malfunction was not i n  
ony woy caused by owner er by unreosonoble use including the failure of ;Idsarloble maintenance. 

Joyco, Inc. reserves the right to rmke product changes, and improvements without imposing any obfig- 
o t i m  upon itself t o  install the some oducts heretofore manufactured. 

A curtomar delivery form w i l l  be Rrnishad with your new camper. Please be certain tho, this form is 
Filled out and the lost copy sent t o  Jayco, Inc. KEEP THE CUSTOMER COPY WITH THE UNIT. 

This wurranv extends to tho original owner wly and i s  not transferable. Jayco, Inc. discloirns any 
ros risibility or l iabi l i ty t o  my subse uent owner or prrchoser of o Joycq Inc. unit. 

E lec t i ve  July 1, 1975, supwccdes 31 other expressed or implied worrmnty information. 
I f  you use or d l o w  to be used i n  our Joyco, Inc, unit equipment ond/ar ports not mode cn supplied by 

Joyco, this warranty sholl be void i! said equipment and/or purls essentiat t o  the p o p r  p2rlormonce o l  
your Jayco unit. 

This warranty has been drofted to comply with the pesently i n  fmce sect im OF the new Federal Worr- 
only Law applicable l o  products mnuFoctured after July 4, 1975. I t  replaces the worranty which moy be 
included elsewhere i n  <he documents relative t o  your prchase of a Joyco, tnc, unit. This warronty i n  no 
mnner  reduces the coverage povided to  you under the warranty i t  replaces. 

Should o wwronted defect occur within he one (1) year warranty period, thc criginal prchoser should 
immediately contect the deoler from whom the unit wos purchased and should this be irn ossible a im- 
poetical. the neorest Joyco deoler a Jayco, lnc. i tsel f  should be cootoctsd immediote!y *a make the 
arrongtmcnts for repair or replacement. 

J A Y C ~ ,  Inc. P. 0. Box 460 MIDDLEBURY, INDIANA 46540 o Phone: 219/825-5861 

LIMITED WARRANTY AND CUSTOMER DELIVERY FOAM 

A Limited Warranty and Customer Delivery Form will be furnished with 
your new camper. Please be certain that this form is filled out and the 
last copy returned to Jayco. RETAIN THE CUSTOMER COPY AND KEEP IT 
WITH THE UNIT. You must present this copy to an authorized Jayco 
dealer should warranty work be needed. It this iorm is not presented at 
time 01 repair your deater will be unable to do the work under your 
warranty contract. 

HOW TO OBTAIN SERVICE AND PARTS 

Contact your nearest authorized Jayco dealer or service center for all 
repairs and service other than for the separately warranted products. 
Please keep ail operator's and owner's manuals, service center lists, 
warranty stubs, parts lists and other related documents and pagers 
concerning maintenance and service performed since time of purchase 
with the AV for handy reference. 

For service and parts on separately warranted products, refer to the 
service center list provided by most manufacturers. These products are 
usually backed by a nationwide factory authorized service system. Use of 
other than factory authorized service agencies may void your warranty for 

8 



LlMlTEO WARRANTY md CUSTOMER DELIVERY FORM 

A Deder. Jaygo -d-ss-- 

P. 0. Box 460 'it~---- 
2 t . I ~  

Mlddlebury, Indiana 46540 Date a1 dcIivcry--- 

- Yoilr JAYCO mil nrr icr  a full ycar lirnittd warranty from drtc a1 purchase - 
JAYCO OWNERS plcnse retain your eapp and present i t  l o  any a u t h o r i ~ r d  Jayco Ucmlct 
lor ncedcd wman ty  work i f  s poblem shomld develop while tcaurling, 

Modelp- Serial No. - -  

Your jayco tamper a nei le i  w i l l  provide you with many happy days oi  aafc and csrc-lrcr 

living provided you understand the proper w a r  and maintenance of i ts component part.. 

The lo l lowinp safety-chcct l i s t  bas been prcparrrl w inrurc A n t  ynu, a s  I Jayco awncr, 
nrc i d l y  iamil iar w i th  the safe opsrsrion 01 yaw camping trnilcr. 

-, -- 
1. I..P.Gss System: L i k e  a l l  vo l s t i l t  lucls, t . .P .Gas  i s  nn e ~ p l a r i v c  nrcl ccrrain r r f c ~ y  

pcccautiong muat be observed during its use. 

A.  Salcty precautions explained I* owncr YCS 1-1 NU[> 
i3. Locnt ion of I..P. Gas connrrtions shown to owner and i n l m n r d  

haw to makc pcsicdic l eak~ge  checks by the use ul soapy water. Yes N o j x  
C. Oanct shown how to I t h r  and/or ope~mtc following gar mppli- 

anccs where applicd4e. 
M A N U F I C T U R S R  

2.  Cmrc and oper. of nk wnd. Y e 7  L-1: N o L X  

3. Cnre and operation 01 toilet. Y e s  CJ NO [I 
I .  Operation d wnrer system explained. Y-s U No= 
5.  Opctu~ion ol  waste  syrrcrn cxp l s iwd .  Y c r  [z No u 
G. Wintcrirarian of unir explained. Yes No 12 
7. Opetation of tmi ler  brskes ctplaincd. Yes U No 
8, L h n c r  shown how t o  hook up and unhook rrsi ler lrom hi'ch: 

slsa, removal of do l ly  whcel fa travclin.. Yes  a N o C - 7  
7. Brake rdjurtrnenl, l irc lug bolls lightened and euslorner instructed la 

check periodically beginning at SO miles and every 200 miles Yes rj NeC-1 
~hercattcr. 

10. Ti re  prcrswc checked, also to  be checked pcriodicdly. Yes a No[_= 
I I .  Proper parking and set-up procedures of unil in preparstion 

Ia camping. This includes the u s e  ol stnbilker jacks, 
trmnking up top (when ~ppl icablc) ,  posirianing 01 beds. ad. 
jusring doors mod hooking up water and electr ic services 
i f  applicable 10 unit. Y e s C  N O D  

12% Pnrkat  of o ~ n e r ' r  manual, keys s d  paris given t o  owner. Yes= NO= 

Th is  is ro w i l y  thri.!thc loregoing rratemcnts have been ~ h o r o u ~ h l ~  .xpleincd and I am 
aware o l  the p o p t r  care and msimcnancr and prccautiauarv measrues required for sntia- 
factory optrsr ion of this unit. 

Nm d pramexplaining rh! &we Sians~urc of Purchnrct 

WHITE COPY CUSTOMER'S - PINK COPT DEALER'S - CARD RETURN TO JAYCO 
F O M  JD- $71 



their product. Some RV dealers may, at the time of need, be authorized 
service centers for certain manufacturers of separately warranted 
products, so it will pay you to check with the dealer first to reduce delays. 
11 the dealer is not an authorized service center for the product in 
question, he will assist you in obtaining authorized services.= 

SAFETY CONSIDEA ATIONS 
7 : 

SAFETY IN USING LP-GAS 

You should check for leaks at the connections on the LP-gas system soon 
alter purchase and initial filling of LP-tanks, and continued periodic 
checks of the system are recommended. Evan though the manufacturer 
and dealsr have already made tests for leakage, this check is advisable 
because of the vibration encountered during travel. Your vehicle was 
nl.+:rrifactured to provide you with full access to all gas line connections. 
h k . s  can be found easily with a soapy water solution applied to the 
outside of the gas piping connections. Usually tightening of connections 
will close leaks. If not, as your authorized dealer service to make the 
necessary repairs. 

LP-gas is heavier than air. Leaking gas tends to flow to low places, much 
as will water. It will sometimes pocket in a low area. LP-gas can usually 
be detected by an identifiable odor similar to onions or garlic. Never light 
a match or allow any open tlame in the presence of leaking gas. 

Be sure to shut off the main LP-gas supply valve when the vehicle is not 
in use. This rule should also apply while the vehicle is moving to prevent 
any accidental ignition of gasoline fumes while refueling by the pilot lights 
in the water heater, furnace or refrigerator. 

Never allow gas containers to be filled above the liquid capacity indicated 
on the container. If a container is overfilled, liquid gas may flow through 
the regulator causing it to freeze and/or introduce a dangerous excessive 
gas pressure into the lines. In addition, an overfilled container placed in 
hot sunlight may expel excess gas through the relief valve and be 
susceptible to ignition by any nearby open flame. 

ELECTRICAL SYSTEM SAFETY 

Circuit breakers and fuses are installed to protect electrical circuits from 
ove-rloading. Do not make unauthorized changes to circuitry or add on 
fixed appliances yourself. If you wish changes, consult your dealer and 
he will assist you in obtaining a safe installation. 



An approved power supply cord has been supplied with the vehicle. 
Always use this cord for hook-up to the 120 volt source. Note that the 
cord has a three pin plug, which provides proper grounding through the 
third (round) pin. Grounding is your personal protection from electrical 
shock. Do not use any adapter. cheater, or extension cord that will break 
the continuity of the grounding circuit connected to that third pin. NEVER 
remove the grounding pin for convenience of being able to connect to a 
non-grounded (only 2-prong) receptacle. Use a grounding adapter with 
two prongs plus a "pig-tail" conductor which should be externalty 
grounded. 

SAFETY WHEN EMERGENCY STOPPING 

Always carry road flares and/or reflective triangular highway warning 
devices to be displayed when necessary. Pull oft the roadway as far as 
possible when changing flats or for other emergency situations, Turn on 
your vehicular hazard warning flashers when parked alongside a 
roadway, if only for a minute or two. Get members of your family out of 
the RV and have them stand clear of the vehicle area when parked on the 
edge of a highway. 

ADDITIONAL SAFETY CONSIDERATIONS 

1. Sanitize the fresh water supply system periodically (see sanitizing 
instructions). 

2. Try tb keep water connection fittings from coming in contact with the 
ground or drain hose to reduce chance of contamination. .. 

3. Never attempt to fix gas or electrical appliances yourself. ~ n t i s t  
services of a qualified technician. 

4. Always have a serviceable fire extinguisher placed in an easily 
accessible location. This extinguisher shouid have a rating of at least 2 
BC units. 

5. Don't overload your vehicle (See page 40 - loading). 
6. Be careful not to cause an improper load distribution which can 

adversely affect roadability and/or towing safety. 
7. Insure that tires are in good condition and properly inflated. W a t ~ h  

inflation especially close for tandem wheel models - under-inflated tires 
get hot. Hot:tires are more apf to blow out or burn up. 

8. Check and tighten.wheel lugs regularly (every 50 miles when new 
until 200 mites are reached and then check lugs every 500 miles). 

9 .  Check brakes In a safe area - not white traveling a busy highway. 
10. Use seat belts (motor homes). 
11. Disconnect television power cord and antenna lead-in during local 
thundefstorms and lightning activity. 
12 .  Always solidly block trailer wheels before unhitching. 
13. Before leaving a camp area with a trailer in tow, insure that the safety 



pin or locking lever is seated, breakaway wire is attached to tow vehicle, 
and the electrical cord and safety chains are connected. 
14. Have wheel bearings cleaned and packed at regular intervals. 
15. Check condition of trailer brake magnets and linings periodically. 
16.  Observe the warning labels attached to your vehicle concerning LP- 
gas, water, electricity and loading.= 

WATER AND WASTE SYSTEMS (PLUMBING) 
, .LC' 

CITY WATER SYSTEM OPERATION . . .. 

Connect a flexible hose with % ' '  fittings to the city water service and the 
RV water filler fitting. Turn on the city water and you will receive 
pressure at all faucets, the toiiet, and the water heater. Be sure to purge 
the system of trapped air before turning on the water heater. 

CAUTION: Excessive pressures from water supply systems may be 
encountered in some parks, especially in mountain regions. Water 
pressure regulators are available to protect your system against such 
high pressure. A regulator of this type is recommended when supply 
pressures exceed 90 pounds. 

SANiTlZiNG THE WATER DISTRIBUTtON SYSTEM 

WATER DRAINS (Also see Winterizing Instructions below) 

Water system drains are located under the RV (various locations for 
different models) so that water lines may be purged of water for 
sanitizing, storage, or winterization. The water heater has a separate 
drain built in (see manufacturer's instructions). 

USING THE WATER SYSTEM DURING FREEZINE WEATHER 

Please keep in mind that your vehicle was not designed for extended use 
during sub-freezing weather. However, with the addition of heat tapes on 
hoses, additional insulation, storm windows, and with observance of 
certain procedures and physical limitations of equipment and design, you 
may be able to operate satisfactarity if temperatures do not drop too low. 

Your interior water Ilnes, water fixtures, water storage tank, and pump 
assembly are normally protected from moderate freating temperatures as 
long as the furnace remains in operation. Drain lines exposed under the 
vehicle, however, may freeze quickly. 

Please refer to section on winter use for further information. 



PHYSICAL PROTECTION OF INTERIOR WATER LINES 

Do not store heavy items such as canned goods, tools, etc., In areas 
where they may come in contact with water piping and electrical wires 
and cause damage due to road vibration and shifting of the load. Leave 
plenty of space around the pump to allow operation. 

WINTERIZATION 

Special precautions must be taken i f  you wish to camp when 
temperatures are much below treezing. If the vehicle is to be stored in 
freezing conditions, then it must be protected in another manner. The 
many RV travelers utilizing a variety of types of R V ' s  successfully In 
freezing conditions all have one thing in common. They understand the 
freezing weather capabilities of their particular vehicle and they effect 
planned procedures to cope with problems of winter operation, adding 
winterizing equipment as needed. 

WARNING: NEVER USE THE RANGE OR OVEN FOR SUPPLEMENTARY 
C O M F O R T  HEATING. All other gas appliances in an RV are vented to the 
outside and are safe to use continuously, but the cooking appliances 
should be used only while cooking and when in use one or mare vents or 
windows should be open, DON'T BE CAUGHT DEAD WITH YOUR GAS 
RANGE OR OVEN BURNING. 

DRAINING THE FRESH WATER SYSTEM 
. . 

After leveling the RV, the fresh water system should be completely 
drained by opening all faucets and drain valves, including that on the 
water heater and water storage tank. The shower mixing valve and 
button valve on the shower telephone head should also be opened. The 
following procedure is recommended: 

1. Open all faucets, valves and drains. 
2. Leave drains open. 
3. Block the toilet valve open (if of the mechanical-seal type). This may 

be done by blocking the seal in the bottom of the bowl. Open with some 
object of proper size being carefui ft does not fall through Into the holding 
tank. 

4. If a water fil&':b'installed, remove the filter cartridge and drain 
lower portion of the housing, 
5 .  Drain pump when one Is provided. Because of the check valve 

mechanism built into the pump, blowing the lines will not remove the 
water from the purnp and tank. Proceed as follows: 

a. Drain the tank through the drain provlded. 
b. Remove the output hose at the pump. Turn the pump on. Run- 

ning the pump will drive out ths water remaining In the pump. 



c.  Replace the hose. 
Note: One of the new anti~freeze solutions made for recreatlonat vefilcle 
potable watef systems under the manufacturer's directions can be used 
instead of the above. 

6 .  As an added precaution, after water has quit draining, and the valves 
and faucets still open, you may wish to apply air pressure (service station 
air hose) to blow out any remaining water that may be trapped. 

7. If an anti-freeze solution is now added to the water system for more 
positive protection, be sure it is  of a type approved for potable water 
systems. Do not use automotive type anti-freeze. Use non-toxic anti- 
freeze only. . L.' ,I : 

8. Leave all faucets and valves closed during storage. Before operating 
the RV again be sure to sanitize the water system in accordance with the 
instructions on page 15. 

PREPARING DRAINAGE SYSTEM FOR STORAGE 

The entire drainage system should be thoroughly drained and flbshed 
with fresh water. The following procedures are recommended: 

1 .  Completefy drain holding tank(s) of waste material. 
2. Flush sinks, shower, and Javatory with solution of hot water, water 

softener and soap. Rinse well and allow solut ion~~to drain into tanks. 
Flush with clean hot water. 

3. Agitate water in tank by rocking vehicle or, tor more thorough 
cleaning, drive vehicle for a few miles. Drain tanks again. 

4. Alternate to Step No. 3 is  to use a chemical deodorant - let mixture 
stand a few days and then drain. 

5. Flush with fresh water and again drain. 
6. Fill traps and partially fill tanks with an anti-freeze approved for use 

in plastic pipes. Normally a cupful of anti-freeze poured into each drain 
will fill the trap. USE ONLY NON-TOXIC ANTI-FREEZE. 

WATER PUMP 

The water pump In your Jayco is a 12 volt demand pump. This pump has 
been prewired to offer immediate use. I f  this switch is  in the "on" 
position, as soon as water is demanded from the water tank, the pump 
will begin to supply your water needs. If the switch is in the "off" 
position, the pump will remain idle. I t  Is suggested that you turn your 
pump off when traveling and/or when using the city water hook-up. 

NOTE: Pumps used in smaller units do not use manual switches. The 
handle at the sink contains the switch which is activated by lifting the 
handle until the pump engages. 



INSTRUCTIONS FOR FILLING WATER SUPPLY TANK 

1 .  Sanitize according to the sanitizing instructions below. 
2. Close drain valve on hot water heater. 
3. Close water supply tank drain valve. 
4. VERY IMPORTANT. Open taucets in bathroom and kitchen. (This 

will permit the air in the water line to escape and allow water to enter 
freely. j 

5. Use clean water hose or bucket to fill. Run water or pour water untll 
tank is full. 

6. After the water tank is full, turn the pump on, allow a few seconds 
for the pump to prime. 

7, Wait for the water heater to fi l l  then bleed all the air fram the water 
line. 

8. Refill the water supply tank to replenish the water used to fi l l  the 
water heater. 

9. Your automatic demand system is now ready for use. 
10. Turn pump switch to OFF position when traveling or when vehicle is 
not is use. 

INSTRUCTIONS FOR SAIJITlZlNG POTABLE WATER SYSTEMS OF 
RECREATIONAL VEHICLES 

To assure complete sanitation of your potable water system, it is recom- 
mended that the following procedures be followed on a new system, one 
that has not been used for a period of time, or one that may have become 
contaminated : 

1. Prepare a chlorine solution using one gallon of water and % cup of 
Chlorox or Purex household bleach (5% sodium hypochlorite solution). 
Pour one gallon of solution into tank for each 15 gallons of tank capacity. 

2. Complete filling of tank with fresh water. Open e a ~ h  faucet and drain 
cock until all air has been released from the pipes and entire system is 
filled. 

3. Allow to stand for three hours. 
4. Drain and flush with potable fresh water. 
5. To remove any excessive chlorine taste or odor which might remain, 

prepare a solution of one quart vinegar to five gallons water and allow this 
solution to agitate iny-tank for several days by vehicle motion. 

6. Drain tank and again flush with potable water. 

WASTE DRAINAGE SYSTEM 

Your waste drainage system was designed to provide adequate and safe 
storage and/or discharge of waste materials. All materials used in 
fabrication of the system and appliances and fixtures connected thereto 



are tested and approved by a nationally recognized testing laboratory. 
installation of these materials is accomplished by approved methods. The 
entire fabricated waste system is factory tested in accordance with the 
American National Standards Code "A119.2" and/or periodically 
inspected for compliance by our factory quality control inspectors, 
inspectors of the Recreational Vehicle Industry Association, and the 
Canadian Standards Association. 

The drainage system basically uses properly sized ABS plastic piping and 
fittings connected to sinks, toilet, and holding tank?, and provides far 
their drainage to an outside termination. Al l  i ix tur 'es~ncorprate the use 
of "P" traps or equivalent to provide a water seal against entry of sewer 
gases from outside connections. For fixed use, the RV should be 
reasonably level for best operation of the system. 

MARINE TOILET 

1. To add water to the bowl, activate until the water reaches the desired 
level, then release. 

2 .  To flush your toilet, start system and activate water valve to operate, 
forcing the water to swirl around the bowl, washing away waste. When 
flushing is  compteted, release. 

There is no routine maintenance required. If the bowl sealing blade does 
not operate freely after extended use, it may be restored to its original 
smooth operating condition by applying a light film of silicone spray to the 
blade. 

To clean your toilet, use a high grade, non-abrasive cleaner. (An 
abrasive cleaner will scratch the glossy surtace). Do not use highly 
concentrated or high acld content household cleaners because they could 
damage the rubber seals. 

To winterize you toilet, follow one of the two methods described below: 
I .  By Draining: 

Completely drain the toilet water supply line. Leave any water supply 
valves open. Depress foot pedal and insert a rough object such as a 
soft drink bottle into the outlet located at the bottom of the bowl. Re- 
lease the foot pedal slowly until the blade holds the object in place. 
This wil l  hold the water control valve open and prevent any residue 
from being trapped there when frozen. 

2. Anti-Freeze: 
Use an anti-freeze made especially for use in recreational vehicles. 
Be sure it is  non-toxic and follow manufacturer's instructions. Check 



also to be sure that the anti-freeze will not effect ABS plastic 
plumbing. 

RECIRCULATING TOILET 

Preparing the recirculating toilet sanitation system for use; 
The recirculating toilet requires an lflltial charge of three gallons of water 
mixed with one package of recirculating toilet chemical (R.T.C.). When 
charged, the recirculating toilet will operate each time the flush button or 
pedal is depressed for an automatically timed cycle. 

1. Three gallons of water are Introduced dlrectly into the bowl with a 
measured container. 

2. Press the flush button, and slowly sprinkle the contents of one 
package of R.T.C. into the bowl while the recirculating toilet is flushing. 

3. Flush several times In order to thoroughly dissolve the chemical. 

Operating the recirculating toilet sanitation system: 
Once the unit is charged, its remaining capacity will accomodate 
approximately 50 usages. The potency of R.T.C. is formulated for 
effective color and odor control for five continuous days - or a number of 
weekends. Less use over extended time periods is  possible, although 
some loss of potency may result. Supplementary instructions for the use 
of R.T.C. are included with each new recirculating toilet and with each 
box of chemical. Though it is not essential, It is recommended that the 
recirculatlng toilet be emptied and cleaned after each trip to assure 
optimum performance. On extended trips, the recirculatlng toilet sbould 
be charged about once a week. If allowed to operate to maximum 
capacity, the fluid level in the tank will rise to the point where it becomes 
visible at the bottom of the bowl. 

COLD WEATHER QPERATION 

In place of water, include the required amount of anti-freeze as a part of 
the initial 3-gallon charge. See anti-freeze container lor complete 
instructions, then double the recommended quantity in the 3-gallon 
charge in order to protect the reclrcutatlng tollet's full capacity of 6 
gallons; CAUTION: Use only ethylene-glycol base anti-freeze. Do not 
use alcohol p rodu& i l "~Y~~ 

Emptying the recirculating toilet sanitation system: Continuous use 
(extended trips) 

1 .  Attach 3-inch flexible drain hose to sewer outlet in trailer park or 
service station. (If recirculating toilet is Instatled over holding tank, 
contents will be discharged into tank rather than directly to sewer outlet.] 

2.  A built-in drain valve is located at the base of the reclrculating toilet. 



Release drain valve lock dips and pull drain handle forward. 
3. When waste has been discharged, introduce rinse water. (When- 

ever possible, insert a garden hose into the exit of the bowl using care not 
to disengage the plastic splash restrictor which is attached to the neck of 
the bowl by means of an elastic band.) 

4. Where facilities are available, it is best to fill the recirculating toilet 
with 3 to 6 gallons of water and add '/2 cup of cleaner (Vanish bow! 
cleaner and cold water detergents are best,) flush several times to 
automatically clean all internal parts. This solution may remain for 30 
minutes for effective cleaning. 

5. Open and dose valve as required toc'th8'i'ohghly rinse the 
recirculating toilet with clear water. Close drain valve andrecharge with 
three gallons of water. Add R.T.C. just before using. 

TOILET WASTE HOLDlNG TANK 

This tank is located directly beneath the toilet. When using, prime the 
tank with a gallon of water containing a brand name toilet odor control 
chemical. Place the recommended amount of chemical in the toilet. 0.e 
careful not to spill chemical on your hands, clothing or rug, as i t  may 
cause an unremovabte stain. Depress toilet pedal to allow mixing with 
toilet water. Continue to depress the pedal until approximately a gallon of 
water enters the waste tank. Release the pedal and the toilet waste tank 
is ready'for use. 

Vehicle movement helps liquify the solids for easier dumping of the tank. 
For this reason, when possible it's atways better to dump soon after road 
travel rather than before road travel. To empty the tank, connect drain 
hose to the drain line termination fitting and the sewage receptor. Pull the 
slide valve in o m  slow continuous motion. After the tank emptles, follow 
up with fresh water rinse. Close valve in one continuous motion and 
secure. 

FIBEROLAS BATH MAINTENANCE 

To clean the fiberglas bath unit in your new Jayco, use warm water and 
one of the stronger liquid detergents on the market. Do not use abrasive 
cleaners because they tend to scratch and dulf the surface. Stubborn 
stains can be removed with solvents such as turpentine, paint thinner, or 
acetone. These will cause the glossy finish to turn dull. However, the 
soft glow can be restored by rubbing these areas with an automotive type 
liquid cleaner followed by an application of liquid wax. 



MAIN  OUTLET 

The drain outlet is usually marked by a tag - "DRAIN OUTLET", I t  Is 
engineered for quick-detachable type hook-up of either the dust cap with 
attached chain, or a drain hose adapter fitting. Always secure the cap 
when traveling to prevent any leakages (required by law in some states). 

DISPOSAL OF HOLDING TANK WASTES 

Many states and parks have strict laws and regulations to prohibit 
dumping of wastes of any kind into other than regular disposal facilities 
of sewer systems. The dumping of raw sewage from toilet waste tanks 
into other than authorized facilities is universally prohibited. 

Pian ahead and you will have little inconvenience in proper disposal of 
wastes. Almost all privately owned parks have elther a central pump 
facility or offer a campsite hook-up for sewage. By referring to Woodall's, 
Randy-McNally Camp Guide, Good Sam Camp Guide, KOA Kampgrounds 
Camp Guide and various other publications, you will find lists of many 
dump facilities throughout the U.S. Some major oil companies offer 
trailer dump facilities at their selected servlce stations.. 

THE LF-GAS SYSTEM 

As with other systems in your RV, all components have been tested and 
approved for use in recreational vehicles by a nationally reco$red 
testing laboratory. When properly handled, LP-gas will provide you with 
trouble-free operation of your heat producing appliances. 

LP-gas (liquid petroleum) is a material composed of various hydro- 
carbons such as propane, propytene, butanes, butylenes, or a mixture of 
them. In its gaseous form (vaporized), it is colorless and carrias and 
added garlic-like odor for detection. Besides being flammable, it is 
potenttally lethal to inhale, LP-gas is compressed into liquid form for 
storage and transportation. It is also know as bottle gas. Propane gas 
will vaporize during extreme cold (-40aF.), while butane will not vaporize 
below 30°F. f dbs t . .~~-gas  fueling stations sell only propane for 
recreational vehicle use, 

The LP-gas tank mounted on your vehicle contains LP-fuel in liquid form 
under high pressure. As fuel is used, vapor (LP-gas) passes from the 
top of the tank through a regulator whlch reduces the pressure to about 
6V2 ounces per square inch. Vapor at the low pressure is then 
transferred through the gas distribution lines for appliance use. 



CHECKING FOR LEAKS 

Upon delivery and periodically thereafter, check your gas system for 
possible leaks. Although the entire distribution system and its attached 
appliances have undergone factory testing for teaks, with normal use 
being subject to road vibrations, connections and fittings can develop 
leaks. Usually you can detect these leaks by the strong odor of garlic or 
onions. If you do encounter this odor, turn off all open flames 
immediately and commence a systematic search for leaks throughout the 
ass system Use a bubble solution or soapy water - NEVER A MATCH - 
on connections and fittings. Bubbles will appeanat. the leaky points. 
When tightening connections, use two wrenches withy#ppbsing torque to 
prevent twlsting of copper tubing. If the leak doesn't show up in the 
manifold or copper tubing distribution system, then check the 
appliances. 

LP-GAS REGULATOR SETTING 

Never attempt to reset the gas regulator yourself. Have an authorized 
service agency make any regulator adjustments. Even a llttle amount of 
pressure over the recommended 6Y2 oouces per square inch can cause 
damage to appliance regulators.. 

USING THE AUTOMATIC CHANGEOVER REGULATOR - Dealer Option 

A useful accessory is an automatic changeover regulator. Thls apparatus 
allows both gas bottles to be turned on simultaneously. The arrow on the 
regulator handle indicates which bottle is in service. When the indicated 
bottle In service becomes empty, changeover Is automatlcaily accom- 
plished to commence drawing fuel from the other bottle. A t  this point, the 
plastic window will display a red signal or flag to indicate the condition, 
whereupon first notice you should then fllp the lever over to indicate 
servlce on the other bottle. The first bottle which was depleted can then 
be turned off, uncoupled and taken to be refilled without disturbing the 
RV gas supply. Atter refilling, it can be remounted and again turned to 
the "On" position. When the other bottle is depleted, the LP-gas supply 
will again be automatlcally changed over. 

FILLING LP-CONTAINERS 

WARNING: YOUR VEHICLE HAS EXTERIOR COMBUSTION AIR INLETS, 
APPLIANCE PILOT LlGHTS SHOULD BE TURNED OFF DURING GASOLINE 
OR LP-GAS REFUELING. (Required by law in some states.) 

LP-gas is available throughout the country, When one bottle is depleted, 
it is best to have it refilled without delay. Woodall's, Rand-M.cNally, and 



other publications have listings of LP-gas stations. Many travel parks 
have LP-gas available. 

Local regulations sometimes require that 1.C.G. removable cylinders be 
removed from the RV for filling. A 20% or 10% relief valve Is 
Incorporated on some tanks for safely. This valve Is normally opened 
during filling and will indicate when the tank is filled to the proper lirnlt by 
appearance of liquid replacing vapor. At all other times, the overfill valve 
should be tightly closed by hand only. 

The main valve on the LP-gas container should be tightened by hand only 
using caution not to over-tlghten. The valve is designed to satisfactorily 
close with only a reasonable amount of tightening. Continual over- 
tightening will eventually damage the valve and will require its replace- 
ment. If a valve is replaced, always replace It with the RV type that 
incorporates a check valve as some local regulations prohibit filling tanks 
that don't have one. 

When LP-gas containers are filled to the proper leva! there is available 
space for safe expansion of the vaporized liquid. If your tank becomes 
overfilled and Is not allowed to "bleed off" before installation with the RV 
system, it may gain pressure due to exposure to hot sun rays and will 
begin "blowing off" pressure from the relief valve, This can be detected 
by the strong odor around tanks. Keep open flames away from this area. 
It is best to remove the bottie, take It to a safe area, and bleed off the 
excess pressure by opening the valve and closing it when discharge has 
been sufficient. 

Handle your LP-tanks with care. Note that when disconnecting, you must 
turn the wrench in a clockwise direction because the connection utlllzes 
left hand threads. Similarly, when reconnecting, turn wrench counter 
clockwise. When tightening, only "snug up" - avold over-tightening. 

CAUTION: IF YOU HAVE DOUBLE BOTTLES ON YOUR RV, USE ONLY 
ONE AT A TIME. OTHERWISE THE GAS SUPPLY WlLL BE DRAWN 
EQUALLY FROM BOTH BOTTLES UNTIL SUPPLY HAS BEEN TOTALLY 
EXHAUSTED. USING THE ONE BOTTLE UNTIL IT IS EMPTY, THEN 
USING THE.SEC rJD BOTTlE WlLL ALLOW YOU TO FILL THE EMPTY 

PROPANE. 
S. BOTTLE AT YOU %O'NVENIENCE WITHOUT BEING TOTALLY OUT OF 

LP-GAS CONSUMPTION 

Most gas appliances are only operated intermittently. Unless there is 
heavy use of hot water, water heater consumptlon is not too great, Dur- 



ing freezing weather and high wind conditions, furnace consumption can 
be extremely heavy. 

LP-gas consumptio~ depends upon individual use of appliances and the 
length of time operated. Each gallon of LP-gas produces about 91,500 
BTU's of heat energy. A typical seven gallon container will provide about 
640,500 BTCJ's of heat energy. Following is a list of typical appliance 
consumption when turned full on for one hour of operation: 

Appliance Average BTU Consumption per Hour 
Water Heater 8 800;, . 
Refrigerator 1,350 
Furnace 8-30 
Range Oven 7,500 
Each Range Burner 5,000 

Note: The above is an example of a typical system and may not represent 
the exact system in your particular unit. 

SERVICING T H E  LP-GAS SYSTEM 

GAS CONTAINERS AND SYSTEM 

Containers should be handled with care, especially avoiding possible 
damage to valves while re-filling. Caution persons filling the tanks not to 
overfill for this can cause liquid LP-gas to flow through the regulator and 
develop excessive gas pressure in the lines as the liquid vaporizes in the 
lines instead of in the tank as it should. A prime cause of valve failure is 
the continual over-tightening of the valve. Never allow a wrench to be 
used in tightening hand-turn valves, and especially be careful to prevent 
use of pliers in tightening the relief valve. Periodic painting of tanks will 
reduce formation of rust spots. 

It you travel alternately on wet roads and in freezing weather, be sure 
your LP-gas regulator is protected from road spray. I f  water enters the 
vent in the regulator it may freeze the pressure controlling diaphragm in 
the open positlon so that the container pressure is applied to the 
appliances - a hazardous condition. 

When removing or replacing gas cylinders from the system for filling, 
remember that threading is "left hand" or opposite from normal. A 
clockwise force will loosen and counter clockwise will tighten. When 
tightening, only "snug up" the nut - don't over-tighten. 



CAUTION: NEVER SMOKE DURING FILLING OF CP-TANKS. KEEP THE 
RV AWAY FROM IMMEDIATE FILLING AREA WHEN POSSIBLE OR 
EXTINGUISH ALL GAS PILOT LIGHTS. 

Periodically inspect the entire gas distribution system for leaks using 
soapy water solution on the connections. This may be especially 
important after traveling over rough roads. When an LP tank gets low, 
sometimes there is a concentration of garlic-like odor which may be 
mistaken for a gas leak. After changeover to a full tank, the odor usually 
will soon disappear. Over-filled tanks will sometimes "blow off" excess 
pressure when exposed to direct sunlight or hot temperatures. If this 
becomes objectionable, remove the tank, take to a safe area, and open 
the supply line valve to allow excess pressure to escape. 

GAS OPERATED HEAT PRODUCING APPLIANCES 

WATER NEATER O f  ERATION 

If hot water is used with discretion, there is always an ample supply. 
With controls similar to those on your home water heater, LP-gas is 
automatically supplied to heat water to a desired temperature and then 
automatically shut off, leaving the pilot burning. A regulated mixture of 
gas and air is ignited by the pilot to provide a flame which is directed into 
the heating tube. The heating assembly is sealed off from the RV interior 
and vented to the outside atmosphere. 

If gas supply to the heater is cut off for any reason or If the pilot is blown 
out, all gas supply is automatically cut off and controls will have to be 
reset to obtain pilot relighting. 

CAUTION: BEFORE LIGHTING THE WATER HEATER, INSURE THAT THE 
FRESH WATER SYSTEM IS FILLED WITH WATER AND THE AIR IS 
PURGED FROM THE WATER HEATER BY OPENING ALL FAUCETS UNTIL 
WATER FLOWS STEADILY FROM EACH. 

LIGHTING THE WATER HEATER 
,",. ,,. ,. 

,.#.L?. .' . 
1 .  Turn gas cock ( I )  to "Off" position. 
2. Wait 5 minutes to allow gas which may have accumulated In the 

burner compartment to escape. 
3. Turn gas cock dial (1) to pilot position. 
4. Depress and hold reset button (2) while lighting pilot burner. Allow 

pilot to burn for about 30 seconds before releasing the reset button. If 
pilot does not remain lit, repeat operation allowing longer period of time 
for releasing reset button. 



5. Turn gas cock dial (1) to the ','On" position. 
6. Turn temperature dial (3) to deslred position. 

To turn the water heater off, slmply turn the gas cock dial to the off 
position. This will cut the gas flow off to the pilot light. The water heater 
should be drained if you do not plan to use your unit for more than two 
weeks or as often as you change your drinking water. To accornpllsh the 
draining process, open the vent and locate the pit cock valve. Turn thls 
in a counter clockwise position until a steady flow of water appears. Al- 
low the tank to drain completely and then close the valve. 

PILOT FLAME 

If the pilot flame does not have a small yellow tlp, the pilot is not raceiving 
enough gas. A large yellow flame indicates too much gas supply. If 
necessary to adjust, consult manual for proper adjustment. 

BURNER FLAME 

If the main burner flame is yeilow and causing soot 'deposits, consult 
water heater owner's manual for alr mixture adjustments or have 
adjustment made by your RV dealer service center. 

Make sure that the water heater service door Is firmly secured. The vent 
In this door is necessary for proper combustion. Do not block the air flow 
through the vent with any form of windshield. 
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OVEN AND STOVE 

The oven and stove combination in your new Jayco has been installed to 
help make each of your camping trips complete. Both appliances work on 
LP-gas and should never be hooked up to a natural gas source. To 
operate the stove, push in on a particular knob to a designated burner 
and turn. At the same time, hold a match next to the burner. If there Is 
air in the gas line, It may take a few seconds. The oven has a pilot and it 
can be lit easily by following these steps: 
1 . Turn oven control from ' 'pllot off" position to the normal "oven off" 

position. 
2. Light the pilot on the under side of the broiler pan. 
3. After the pilot is burning, turn oven dial to desired temperature 

setting. 

The control should be in the "pilot off" position whenever you move your 
recreational vehicle. This will help conserve fuel. When It is in this 
position, you will notice the special locking feature which prevents any 
accidental turning of the dial to an operative posltlon. Whenever the 
control dial is in the normal "off" position the pilot MUST be lighted. 

CAUTION: Whenever operating stove, oven or other open air gas 
appliance, be sure the appliances get enough fresh air for ventilation. 

EYE LEVEL RANGE - Optional, 5th Wheel only 

If you have the optional eye level range, the burners on the stova have 
their own pilot and the main pilot light will have to be lit. After the main 
pilot has been lit, turn the burner knob to the left and the range burner 
will light automatically. The oven pilot operates the same way as the 
standard oven. 

CAUTION: BE SURE ALL PILOTS ARE OFF WHEN TRAVELING. 

FURNACE 

The furnace in your new RV has been selected for use because of its 
dependability. The furnace utilizes a combustion system which is 
completely sealed'l~6in"the interior of the RV. Combustion air is drawn 
from the outside and combustion products are expelled outside through 
the vent. The system is very stable and even under the severest of wind 
conditions, it is almost impossible for the flame to be blown out. 

Initially, the pilot may not light Immediately due to alr in the gas line. If 
this is the case, it may be necessary to hold the control in for a minute or 
more before the pilot lights. 



New appliances sornetlmgs emit spme smoke when first used due to paint 
burning off the heating chamber. Do not mistake this smoke for an out- 
of-adjustment appliance which will emit an acrid odor and cause sooting 
of flue or vent. During initial running-in of the furnace, it is recommended 
that you open windows to exhaust smoke from the interior of the coach. 

GRAVITY FURNACE 

Most coaches in the Jayco family utilize a gravity furnace. This type of 
furnace has the gas burner located inside the h,eat.chamber. As this 
chamber gets hot it radiates the heat throughtout '"t'e coach. 

The thermostat wil l be found in one of two places. Some coaches have 
the thermostat located on the wall and will be the same basic type as the 
one found jn your home. The other location will be in the furnace itself 
next to the control dial. To set this thermostat for a warmer temperature, 
select one of the higher numbers on the dial. 

FORCED AIR FURNACE 

Fifth wheels and the larger travel trailers use the forced air turnace. 
These furnaces operate on the same basic principles as the gravity 
furnace except for the distribution of heat, The forced air furnace has a 
dual blower that will circulate the interior air while at the same time it will 
be furnishing air from the outside for combustion. 

LIGHTIN8 PROCEDURE 

To light your furnace, follaw one of the procedures below, or consult your 
furnace owner's manual. 

TRAVEL TRAILERS - FOLD DOWNS - TRUCK CAMPERS 
AND FIFTH WHEELS 

1 ,  Turn dial to PILOT. Press dial in and llght pifot through the pilot 
cover hole. Hold the dial in for 60 seconds and than release it. 

2. Turn dial counter-clockwise to the ON position. 
3. Set the thermostat for the desired room temperature. 
4. Press dial in and turn clockwise to the OFF position. This position 

should be used when complete shutdown is desired. (Use PILOT positlon 
for temporary shutdown.) 
NOTE: When the valve is turned OFF, the dial on models equipped with 
Safety-Lack cannot be turned to PILOT for relighting until after three 
minutes. Do not attempt to force dial. 



REFRIGERATOR 
f 

The refrigerator in your Jayco has been designed by the manufacturer to 
work either on 115-volt electricity or LP-gas (propane, butane, or 
propane-butane mix). NEVER attempt to connect or operate the 
refrigerator on natural gas. Because of the complicated nature, we 
suggest that you follow the operating instructions supplied with the 
refrigerator. 

LEVELING 

I1 the refrigerator is not level, the cooling process will be partially or 
totally stopped. For best cooling, level the vehicle and this should level 
the refrigerator. Remember it 's the refrigerator that must be !eveled, so 
check the freezer shelf of the refrigerator with a bubble level. Installation 
of small levels on the outside of the trailer make the leveling operation 
easier. 

STORAGE 

If you do not plan to use your refrigerator for some time, it should be 
defrosted and dried out. All foods should be removed, and place the 
dried ice trays and drip pan on the lower shelves. If your trailer won't be 
used, leave the refregerator door open to ventilate the Interior. 

CAUTION: Do not alter the refrigerator ventilation system on the outside 
in any way that will restrict the flow of air. Such restriction would lower 
the efficiency of the refrigerator and keep it from cooling properly. 'Have 
your authorized dealer check for defects if  the flame tends to go out 
easily. Check the top vent for obstruction if coollng Is slow. 

IMPORTANT TRAVEL NOTE 

Always check the refrigerator before traveling to make sure that the 
refrigerator door travel lock (lock pin or lock lever) is secured.. 

THE ELECTRICAL DISTRIBLITION SYSTEM 
,'A\. ".. .,. 

,$,.,:4 

The electrical system is designed to provide power to your built-in 
appliances and' lights from either a 120-volt outside source or a t 2-volt 
battery installed in your RV and to charge this battery while your RV is 
connected to the 120-volt source. As with all other RV systems, the 
electrical equipment has been installed in an approved manner required 
by the American National Standard A119.2. Remember that the power 
from the battery is limited. Do not try to operate your RV for too long on 



the battery alone. You will find from axperience just about how long the 
battery wilt last before it .needs recharging. 

CHANGES, MQDIFICATIOWS AND ADDITIONS 

Your eiectrical system of 120 volts AC and 12 volts DC has been designed 
and installed in accordance with the safety requirements of ANS! 
Standard A1 19.2, the National Electrical Code and CSA. Any changes, 
additions and/or modifications that you make after delivery may develop a 
hazardous condition. Be sure to consult your local authorized dealer for 
advice concerning changes or additions. OnlqP'qualified electrical 
technicians should attempt to make any changes or additions to your 
etectrical system, and then, using only approved materials and 
components and employing approved methods of installation. 

Plus - ANSI C73.13 - 120V, 30 Amps, 2 Pole, 3 Wire Grounding Type 

CONHECTING TO THE 120 VAC SOURCE 

Most RV's today are equipped with a 30 ampere power supply cord on the 
end of which is a 30 ampere plug cap having pins arranged as shown 
above. This three pin arrangement is essential to prevent shocks. 

Many ask why the RV's are equipped with those big plugs that won't fit 
into any of the receptacles in the parks - and the answer is very simple - 
so that the RV owner won't plug them into smaller 15 amp receptacles. 

The 30 amp plug rn an RV indicates that It can be expected to draw up to 
30 amperes of current when connected to a 120-volt power supply. 

What is the third pin for? Why is it so important? Very simply the third 
pin is a means of connecting the exposed metal parts of an appliance or 
recreational vehicle to earth ground so there can be no voltage difference 
between them +o cause a shock. 



The Standard tor Recreational Vehicles, ANSI A1 f 9.2, is very explicit in 
i ts  requirements to assure the connectlon of "a l l  exposed 
noncurrect-carrying metal parts that may become energized" to the 
grounding conductor - which is thence connected to the "third pin". The 
receptacle for the third pin then must be connected to earth ground in 
accordance with the Standard for Recreational Vehicle parks, ANSI 
A1 19.4. 

Even though the neutral conductor is not grounded In a recreational 
vehicle when;i~&:wlvired at the factory, It could inadvertently be grounded 
later on through some faulty appliance or through a puncture in the 
insulation. Or it may be the hot conductor that shorts to some metal part 
of the RV. In either case, without the grounding circuit intact you may 
never know the difterence until you have touched the outslde of the 
vehicle white standing on the damp ground. 

With the grounding circuit complete, with the third pin properly 
connected at the park receptacle, any accidental shorting of a hot circuit 
conductor in the RV will blow the fuse in the park circuit giving a warning 
that something is wrong. If the neutral circuit in the RV should short to 
the metal skin or frame accidentally, nothing would happen and it would . 
not be dangerous - unless the polarity was reversed in some manner as 
described earlier. 

Having the grounding circuit complete through the "third pin" to earth 
ground in the park wiring system would keep the RV safe from shock. 
When plugging into a receptacle with no provision for the third pin, use 
an adapter with a pigtail that can be connected to the receptacle box. 

So if you find you must use a cheater adapter or an extension cord, or if 
you must make any changes In the power supply wiring, give special care 
to see that the third pin has a chance to make your recreational vehicle 
safe from shock. 

CONVERTOR 

Most lights and appliances in your Jayco operate from a 12-volt source. 
If 115-volt AC is  available, the convertor will transform this current to 
12-volt DC. In the travel trailers and fifth wheels, the convertor works 
automatically when connected to a 115-volt source. In the fold down 
units the convertor must be switched manually. The TRANS positlon Is 
used when the 115-volt current needs to be transformed to 12-volt. The 
BATTERY position is used when all current is ta be received from the 
battery. The OFF position is used for traveling or storage. 



BATTERY 

All Jayco units are pre-wired so that all interior 12-volt appliances can be 
operated when the tow vehicle and coach are connected via the wiring 
harness. This is possible only if the dealer connects the black wire of the 
wire harness to a "hot" supply. Then if you are connected, your 12-volt 
appliances will receive their power from the tow vehicle. Naturally, good 
sense should L .  used in determining how long or how much of a load 
should be used between times when the tow vehicle witl be running so i t  
can recharge Its battery. 

AUXILIARY BATTERY - DEALER OPTION (STANDARD ON FIFTH WHEELS) 

If you use your Jayco often without external power, you may want to 
purchase an auxiliary battery. This extra battery can be connected to 
nearty all o i  the Jayco units. The auxiliary battery is installed into a 
parallel circuit with the battery of the tow vehicle. Both batteries supply 
power to the trailer so it is important not to discharge the tow vehicle 
battery below the level of power that it is necessary to turn the engine 
over. To prevent this you can disconnect the wiring harness between the 
tow vehicle and the trailer or install a baltery isolator. When the tow 
vehicle is operating with the trailer connected, the vehicle's charging 
system will charge both the vehicle battery and the auxiliary battery. 

BATTERY ISOLATOR - DEALER OPTION 

Due to the nature of parallel circuitry, power wit1 be drawn evenly trom 
both batteries. The battery Isqlator prevents this from happening. With 
the isolator, as power is required, energy is absorbed from both batteries. 
However, before the vehicle battery dlscharges to the point that it witl not 
turn your engine over, the isolator will engage and only absorb power 
from your trailer battery. Therefore, with the isolator, it is possible to run 
your frajler battery dead, but have plenty of power in the vehicle battery to 
start your engine. For further Informatlon, consult your dealer. 

BATTERY CHARGER 

In all fifth wheels and most travel trailers, the convertor has a built-in 
battery charger. This battery chargar will automatically charge the 
auxiliary battery whenever the coach is connected to a 11 0-volt source, 
without fear of overcharging. This feature will become appreciated with 
time when you realize that every time the convertor is in operation, the 
battery is recharging. 



t f  your unit does not have a built-in charger, you may have the optional 
trickle charger that can be used to recharge the battery every time you are 
connected to 1 1  5-volt sources. 

12-VOLT WIRING CODE 

The electrical wire color code that is used between your car and your 
trailer is often referred to as the Bargman color code. The follow is the 
color code: 

White - Ground 
Blue - Brake 
Green - Tail and Running Lights 
Red - Stop and Left Turn 
Brown - Stop and Right Turn 
Black - Interior 12-Volt Light 
Yellow - Back-Up 

As you use the connector between car and trailer, it is possible for 
corrosion to build up. Check your connections occasionally for corrosion 
buildup, and scrape off corrosion to Insure a solid contact. 

CHARGING THE 12-VOLT BATTERY($) 

When connected to an outside 120-volt source, the battery charger 
section of the power convertor will autornatlcally keep the battery charged 
to the prapec level. When charging, the battery wilt produce hydrogen 
which is explosl~g,,yhen mixed with air. Do not disconnect the battery 
cables or produce a spark by any other means close to the battery while It 
is charging. Be sure to check the liquid level regularly and when adding 
water use distilled water to promote longer battery life. 

WARNING: DON'T REPLACE CIRCUIT BREAKERS OR FUSES WITH 
THOSE OF HIGHER CURRENT RATING THAN THOSE INSTALLED WHEN 
UNIT WAS PURCHASED. "OVER-FUSING" CAN CAUSE THE CIRCUIT 
WIRES TO BECOME OVERHEATED AND START A FIRE. 



POWER CONSUMPTION GUIDE 

Appliance 
Convertor/Charger 
Large Coffee Maker 
Two Slice Toaster 
Electric Fry-Pan 
Portable Broiler Oven 
Roof Air Conditioner 
Refrigerator 
Television - Black & White 
Television - Color 
Iron 

Typical Load in Watts 
700 - 1200 
11 00 
1100 
1500 
1500 
I500 - 3000 (Depends on BTU Size) 
300 - 1000 
100 - 300 
300 - 600 
700 - 1500 

Note: Most home type electrical heaters or large electrical broilers are not 
suitable for RV use due to excessive power requirements. 

STORAGE DURING FREEZING WEATHER - GENERAL 

A battery that is not kept up to full charge must be given protection 
against freezing. A partially charged battery wlll freeze at low tempera- 
tures, so it must either be left connected to a trlckle charger or removed 
from the recreational vehicle and stored in a warm location. A battery will 
normally discharge itself in a few weeks, so i f  i t is to maintain a charged 
condition, it still must be charged from time to time even in warm storage. 
Add water as required. 

Remove all items from the RV which may freeze, Including canned foods, 
miscellaneous liquids, etc. Remove all contents of the refrigera- 
tarlfreezer, clean the unit and leave doors ajar. 

STORAGE DURING NOH-FREEZING WEATHER - GENERAL 

Battery protect i~n should be the same as for freezing weather, as unused 
batteries will shortly discharge themselves. For prolonged storage, drain 
and flush out all systems. Leave ventilators open as much as possjble 
without admitting rain. Remove perishables and empty refrigera- 
torlfreezer, leaving i t  clean, with doors ajar. I 

GENERAL STORAGE NOTES 

Drawing drapes wil l  reduce fading of rugs and upholstery. Leaving an air 
freshener agent wil l  minimize odors from plastics and other materials. 
Slight opening of windows and vents will allow air circuiation without 
worry of water entering. For prolonged storage, it is advisable to go over 
all roof seams and vent flashing seams with a good roof coating material. 



Spraying silicone on folding antenna mechanisms will minimize effects of 
corrosion. Spray "A" frame and hitch. with a clear acrylic to minimize 
corrosion when stored in a salt water area. Covering wheels to eliminate 
direct rays of the sun on tires will reduce the sidewall cracking.. 

ROOF SEAMS 

The top seams and side edges of every Jayco roof needs yearly 
maintenance to extend the unit tife and keep up resale value. Each top 
seam is pressed to insure tightness. After the roof is Installed, it is 
covered with an exterior coating that seals the seams. (The coating is a 
tarish like covering usually aluminum in color or white. This is to reflect 
sunlight.) After many miles, expansion and contraction of the metal roof 
coupled with travel vibration can cause the seams to become sllghtly 
opened. If waterworks its way into the seam and nothing is done, the 
water will get inside UNNOTICED. When noticed, It Is usually too late and 
you may have water between the walls which could 'create severe 
problems. To prevent this, resealing should be done yearly, with periodic 
checks. A resealant can be purchased at most camping stores and/or 
discount stores that have good hardware departments. . 

NOTE: Cover top seams that will show with same material used on slde 
edges. 

Side edges are usuaHy covered with extrusions with a putty sealant. 
These should be examined at the same Intervals mentioned above. To 
reseal these edges, especially where it will show, A SILICONE SEALANT 
OR TEN-x will insure a neat application.. 

Jayco's unique raising system has been thoroughly tested and proven 60 
be one of the best on the market and is relatively simple in operation. The 
system is operated by a manual winch. As the winch turns, the main 
cable, which is connected to the four secondary cables from each corner, 
is shortened. As the main cable shortens, it pulls the secondary cables, 
forcing the flexible steel core to be pushed upward against the last tiar of 
each telescopic arm. Because tremendous force can be achleved with 
little effort through a pulley system, the roof can be lifted easily. 



FOLD DOWN 
LIFTER SYSTEM 

' ; 

I .  

CANVAS 
)I 

The canvas used on aH Jayco camping trailers is made of 10.0-ounce 
army duck cotton. i t  is treated to pass 302 Federal Motor Vehicle 
Standard. 

The canvas should not be washed with a detergant. Detergent will 
remove the water-proof finish. If a dirty spot is to be cleaned, use a damp 
cloth or sponge with water. 

If the canvas is properly taken care of, i t  should last indefinitely. The 
largest cause of ruinad canvas is mildew, which is a result of storing your 
unit far long periods of time with damp canvas. Always make sure the 
canvas is completely dry before storing. 

VINYL - FOLD DOWNS - JAYSPORTSTERS 

The white vinyl an your Jayco camper is similar to the material found on 
convertible car tops and can be washed likewise. The clear vinyl 
windows should be cleaned with a soft cloth and mild soap or detergent. ' . 

OPENING YOUR JAYCO CAMPER : 

Your Jayco truck camper and fold down have been designed to close 
down, creating less wind resistance. Setting up your camper at campsite 
Is simple and problem-free. 

Fold Down = FD Truck Camper = TC 

TC-FD 1. Unfasten each corner latch. 
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CAUTION: NEVER try to crank up the roof until all four corner latches are 
unlocked. 
TC-FD 2. lnsert the raising crank into position and crank in a clockwise 
direction to raise, 
FD 3. Continue cranking until the gauge cable is almost tight. The 
red safety gauge cable is located directly above the crank position. 
FD 4. Pull end bunks out untll bunk hits the bed stops. Pull canvas 
around bunk corners and insert elastic in nylon guides. 
FD 5 .  Be sure beds are extended all the way nut. Place pole end in 
bed bracket and set in frame supports. 
FD 6. Enter unit and insert bed bow support pole. Extend end bow 
10 rear with bow support. Set canvas. 
TC-FD 7. Swing down the self-storing screen door and fasten it into 
place. If there is a gap between screen door and the top of the permanent 
door, drop the roof slightly to remove the gap. 
TC-FD 8. lnsert canvas into the door frame extrusion to secure canvas 
which finishes the raising procedure. 



CLOSING YOUR JAYCO CAMPER 

To close, simply reverse the above procedure. It is possible, due to an 
unlevel campsite, that one corner may "hang up" when you crank down 
your unit. This is not a serious problem and is due to binding of the lifter 
arms. To solve this problem, shake the camper gently to move the roof 
back.and forth, allowing it to come down. Never force the hung up corner 
down by grabbing the roof and applying your weight. This could damage 
the lifter arm. If the roof is persistent in sticking, crank up again and 
start over. Jacks should always be up when roof is being cranked up or 
down. 

THE WINCH 

The winch in your JaySportster and fold down units should be fubrlcated ' 

at least annually to keep it operating smoothly. Lubricate the winch ; 
according to the diagram. The pulleys used to give direction to the cables 
need not be greased or ofled. They are self lubricating. 

In each corner, there is an opening in the raising system that will alhw 
you to see the flexible push rod. This should be greased every year to 
keep it working well. Should you feel the roof is not operating properly 
you may lubricate the system earlier than suggested. 



TELESCOPIC POSTS 

Semiannual maintenance should be performed on the telescoping lifter 
posts. While the lifter posts are extended, spray with a ' s h o n e  spray to 
insure smooth trouble-free operation; spray bed slides at this time. If 
posts ever show any indication ot rust apply a thin coating of lubricant. 
Do not contact canvas with lubricant or the canvas wlll show orease 
spots. I 

CENTER OF GRAVITY AND WEIGHT-TRUCK CAMPER 

To ensure the best handling of your Jayco truck camper and truck 
combination, a well balanced distribution of weight is suggested. Care 
should be taken not to overload your unit. 

To estimate the truck load, add the weight of all passengers in the 
camper, the weight of supplies, tools and all other cargos, the weight of 
extra equipment and the manufacturer's camper weight. After this figure 
has been reached, select a truck that has a cargo weight rating that is 
equal to or greater than the total cargo load of the camper. Also, select a 
truck whose recommended cargo center of gravity will contain the 

,. campers center of gravity when it is installed. 

Loading procedure should be to load the heaviest items first, near or on 
the floor where possible. Store only light items in the upper shelves. In 
loading, the object is to distribute weight equally from sida to side and 
front to back to maintain camper's center of gravity within the truck's 
center of gravity as suggested by the truck manufacturers. Be sure all 
items are secure to prohibit weight shifts. 



When the truck camper is loaded, drive to a scale and weigh on the front 
and on the rear wheels separately to determine axle loads. The load on an 
axie should not exceed its gross axle weight rating (GAWR). The total of 
the axie loads should not exceed the gross vehicle weight rating (GVWR). 
These weight rating are given on the vehicle certification label that is 
located on the left side of the vehicle, normally the dash panel, hinge 
pillar, door latch post, or door edge next to the driver on trucks 
manufactured an or after January 1 ,  1972. It weight ratings are 
exceeded, move or remove items to bring all weights below the ratings. 

To make sure your Truck/Carnper cornSination is within proper center of 
gravity limits take the follow steps: . , 

1 .  Locate the center of gravity on you camper. Point B. 
2. Locate the recommended center of gravity zone fram your truck 

manufacturer's owner's manual. This tone is measured from the aft end 
of the cargo area. Below it is shown as the area from C to D.  

3 ,  in the properly matched unit, Point B (Camper Center of Gravity) falls 
within Points C and D (Truck Center of Gravity Zone). 

FORWARD 

FIGURE 1 .) '. 

CENTE LOCATION R OF UNDER GRAVITY SPEC1FIED yi 
LOADING CONDITION -INCHES--+ 

POINT THAT 
CONTACTS REAR 
END OF TRUCK 
BED 

MODEL DISTANCE A TO B 
8' JAYSPORTSTER 59.75 

10' JAYSPORTSTER 46.75 
8' JAYQUAIL 63.75 
fI1/2' JAYDUCK 64.25 

10' JAY PH EASANT 56.50 

Your Camper's Center of Gravity Point (0) is Forward trom Point 
(A) or the Aft End of your Truck's Cargo Area. 





CONSUMER INFORMATION 

JAYSPORTSTER 
2 cu. ft. refer over 75# ice box 
75# ice box 
Heater 
Jacks 

JAYQUAIL - JAYDUCK 
3 burner range 
75# ice box 
Jacks 
Heater 
3 cu. ft. refer over 75# Ice box 
Oven 
Extra gas bottle (full) 
Roof deck & ladder 

JAYPHEASANT 
3 cu. ft. refer 
4 cu. f t .  refer over 3 cu. ft. 
Air conditioner 
Extra gas bottle (full) 
Roof deck & ladder 
Bunk kit 

WEIGHT OF 
ITEM 

51 # 
1 5# 
30# 

1 OO# 

f6# 
15# 

loo# 
30# 
75# 
62# 
4 5 t  

120# 

75# 
98# 

135# 
45# 

120f 
65# 

EXCHANGE 
WEIGHT 

36# 
STD 
30# 

1 OO# 

STD 
STD 
1 OO# 
30# 
60# 
46# 
4 5# 

120# 

STD 
23# 
135# 
45# 

120# 
65W 

If any optional equipment is added to the unit, the weight of any such item 
should be added to the weight of your RV as listed on the outside label. 
The weight t o h e  added should be the exact weight which is the true 
weight of the added item. If the item replaces another item in the chart, 
the weights should be subtracted to get the true weight difference. 

EXAMPLE: The basic weight of the unit is figured on standard 
equipment. Therefore, if you have a 3 cu, f t .  refrigerator in place of the 
ice box, true weight would be 60 Ibs. I 

LOADfNG - TRAVEL TRAILER, FIFTH WHEEL, FOLD DOWN 

Loading camping gear in your Jayco recreational vehicle should be 
handled with some thought. All cargo, supplies and equipment that you 
load should be distributed evenly with the heaviest items being stored in 
the tower cupboards and shelves and only lightweight Hems i n  the upper 
cupboards, Be sure that all heavy items are tightly secured to prevent 
weight shifts while traveling, 



By distributing the weight evenly, your unit will handle better and tow 
better as a result. . . 

Located on the left exterior wall of your trailer, near the front, is the 
Federal Certification Label which gives the maximum weight-carrying 
capacities of your trailer and each axte, designated by the letters 
"GVWR" and "GAWR", respectively. 

< .  
The Gross Vehicle Weight Rating (GVWR) is the maximum your trailer 
should weigh with water and LP-gas tanks full, and with food, clothing 

. .. and all other supplies aboard. 

Each axle also has a maximum load-rating capacity referred to as the 
Gross Axle Weight Rafing (GAWR). 

EXAMPLE: 
If your trailer is rated as follows: Figure your RV here: 

GVWR = 55.500 GVWR - - 
GAWR (Front) = 3000 GAWR (Front) = 
GAWR (Rear) = 3000 GAWR (Rear) = . ; 

The actual weight of your trailer with water and LP-gas tanks full is 4250 
Ibs. with standard equipment. Add 135 Ibs. if your trailer is equipped 
with an air conditioner. 

The load capacity is the difference between the GVWR and the actual 
weight. With standard equipment the load capacity is 5500 Ibs. - 4250 
Ibs., which is 1250 Ibs. This means the total weight of all food, clothing 
and other supplies must not exceed the 1250 Ib, load capacity. 

L 

MODEL ACTUAL WEIGHT* 
JAYCARDINAL 2100 w/Hyd 
JAY KING 1847 w/Hyd 
JAYKING 6 1790 
JAYSWIFT 1770 w/Hyd 
JAYTHRUSH 1520 
JAY EAGLE 1500 
JAYDOVE 1540 

- &  JAYFINCH DLX. 1 240 
JAY FLlPPER 1025 
JAYFLIGHT 8 1360 
JAY RUNNER 1495 w/El 
JAYWREN RG 2055 w/El 
JAYWREN SG 2155 w/El 
JAYWREN SC 2230 w/El 
JAYWARBLER 3470 w/ El 
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JAYRAVEN FD 
JAYRAVEN RD 
JAYQUEEN CB 
JAYQUEENRB 
JAYROBBtN 
JAYSWAN 
JAYCRANE 2500 
JAYCRANE 2750 
JAYCRANE 2950 
JAYCRANE 3200 

STD Equipment without brakes unless noted. 
All units are in pounds. 

*NOTE: All weights may vary & 5%. Actual weight is figured with 
water tank and gas bottles full. 

OPTIONS 

FOLD DOWNS 
Brakes (HYD) 50 

(EL) 25 
Heater 30 
2 cu. ft. Refer " 

aver 
75% Ice Box 36 

Spare 3 0 

TRAVEL TRAILERS 
Air Cond. 135 
Heater 35 
3 cu. ft .  Refer 

over 
75# Ice Box 60 

PWF. Hd. Vt, 8 
Bunk Ki t  10 
Spare 3 5 

FIFTH WHEELS 
Afr Cond. 135 
Eye Level Oven 20 
Rf. Dch. & Ldr.  150 
Spare 50 
Generator 285 
8 cu, ft. Refer 

over 
6 c u .  ft. 70 

All units are in pounds. 

NOTE: All weights may vary - +5%. Above weights are exchange 
weights. 

With the trailer fully loaded, drive to a scale, unhitch the trailer from the 
tow vehicle, and weigh separately the load on the hitch coupler and the 
load 00 ,!he axles. The load on each axle should not exceed its GVWR. s .  

The totat weight of the loaded trailer minus the hitch load should not 
exceed the GVWR. For best towing stability the load at the hitch coupler 
should be between 10% and 15% of the fully loaded trailer welght. If a 
weight-distributing hitch is employed, the load on the axles should also 
be weighed with the trailer hitched to the tow vehicle to make certain the 
load on each axle does not exceed its GAWR. If welght ratlngs are 
exceeded, move or remove items to bring all weights below the ratings. 
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NOTE: On units using a stabilizer hitch, find the hitch weight of your 
loaded trailer. fake 4 0 K o f  this weight and add i t  to the weight on the 
axles under loaded conditions. Together, these weights should not 
exceed the GVWR.. 

EQUALIZER HITCHES - DEALER OPTIONS 

In addition to pulling the weight of a trailer, a tow vehicle must also 
support about 10% to 15% of the actual weight of the trailer at the hitch 
point. With a 6,000 Ib. trailer, this additional weight might be 700 or 800 
Ibs. This much weight added to your rear bumper area causes the car to 
become out of balance, and traction on the front wheels is lost. This will 
result in poor steering control, poor braking control, and can be 
potentially dangerous. Use of heavier spring helpers or stiffer tires will 
not correct the basic out-of-balance condition. The problems from this 
condition are compounded when traveling over bumps and dips In the 
road. The balance problem is solved, however, by addition of a suitably 
matched "equalizer hitch," sometimes called a "weight distributing 
hitch." The effect of an equalizer hitch is to distribute the hitch load 
equally between the front and rear tow vehicle axles and the trailer 
axle(s). If the weight at the hitch was 600 Ibs. then"the effect of the 
equalizing hitch would be to distribute this weight in approximately %qua\ 
portions to the three axles. 

Instead of having the entire 600 Ibs. sitting on the car's fear bumper, it is  
evenly distributed, and your tow vehicle can ramain relatively level. This 
will provide better steering and brake control, plus keep your headlight 
beams on the road. 

Most hitch manufacturers offer equalizing hitches in three or four sizes, 
designed to handle trailers of various hitch-weight classes. You owe it to 
the safety of your family and the safety of those in other vehlcles to 
maintain the best vehicle control, and a properly installed and adjusted 
equalizer hitch will help you do just that. Get the hitch size that is right 
for your requirements. Your dealer will help you select it on the basis of 
your trailer weight.111 

SWAY BARS - SWAY CONTROLS - DEALER OPTIONS 

Except for the very light folding tent campers and travel trailers, most 
trailers should employ some type of sway control device. There are 
several types of these devices avaiiable operating on different principles 
such as friction, cam action and computer operated braking of the trailer 
wheels. They decrease sway effects Induced by passing trucks and 
strong side winds and make towing safer when driving under adverse 
conditions. . 



THE SAFETY CHAIN 

There are different safety chain requirements by the various states. As 
delivered by your dealer, your vehicle is equipped to meet the state 
requirements where purchased. Heavier and/or additional chains with 
case hardened quick connect links may be desired. Always have the 
safety chain(s) attached when towing. Install them in a manner so they 
do not restrict sharp turns of the tow vehicle-trailer combination, but tight 
enough so they do not drag on the road. I 

* - 

FIFTH WHEEL HITCH 

Each Jayco fifth wheel recreational vehicle Is equipped with a fifth wheel 
hitch which offers stability, dependability, and most of all simplicity. For 
coupllng procedure, follow these steps: 

1. Adjust the trailer jacks until the trailer is at the correct height for 
coupling to your fifth wheel. This is extremely important. 

2. Place the wheel blocks behind each trailer wheel. 
3. Lower-the tailgate on your truck. 
4. Line up your truck so the fifth wheel will accept the trailer king pin. 
5. Back the vehicle slowly under the trailer until king pin engages in the 

fifth wheel. 
6. Make certain the locks are closed and the release handle is In 

pasition. 
7. Connect w.irlng harness between the truck and your trailer. 
8. Connect the break-away switch line. 
9. Close your tailgate. Then check the locks on the fifth wheel, as well 

as the brakes ,ajd fights. 
10. Completely rake the trailer jacks. 
11. Pick up and store the wheel blocks. 

HANDLE IN LOCKED POSlTlON 



Follow these steps for uncoupling procedure: 
1. Lower the'trailer jacks. If your trailer is on soft ground, then place 

supports (i.e, small piece of wood, flat rock, etc,) unde! the jack feet to 
prevent the trailer from settling. Be sure the support's you use are flat 
and will not cause the unit to become unstable. 

2 .  Place wheel blocks in front of the trailer wheels, 
3.  Lower the tailgate on the truck. 
4 .  Disconnect the break-away switch line. Pull the release handle to 

the open position and lift. 
5. Drive your truck slowly away trom the trailer. 

MAINTENANCE OF YOUR HITCH 

To ensure your hitch of working properly, you should periodically inspect 
all the joints and links for tightness. Each moving part should be 
lubricated and the top surface of the hitch should be greased to eliminate 
wear and provide easier turning. Also check the bracket bolts and nuts to 
be sure they are tightly secured. These Items should be checked every 
1000 miles to ensure maximum safety and operating efficiency. 

INSTALLATION 

The Installation of your flfth wheel hitch should be done by your Jayco 
dealer. If you desire to check and see If your hltch has been properly 
installed, the center of the bracket (pivot point for hitch cross bar) should 
be approximately two inches in front of the axle center line. It also should 
be located far enough from the back of the cab to enable you to make a 
turn In any direction (including 90 degree turns) without hitting the trailer 
with the cab. 



PIN BOX 

The pin box in the Jayco fifth wheel is constructed in such a way that you 
can choose several different position heights to fit your needs, It is 
suggested that you choose the position that will allow your trailer to be in 
the most level position for towing. 

TOWING 

ON HlOHWAY USE 

Assuming your tow vehicle is reasonably adequate for the trailer to be 
used and that your hitch is suitable, towing is  no more d i f i i~u l t  than 
driving the family car unless adverse weather or traffic conditions are 
encountered. 

Before starting your trip, double check your hitch to see that all is in 
order, safety pins engaged, break-away cable connected, safety chains 
attached, and lights and brakes operating normally. Adjust mirrors for 
best coverage. Your mirrors should extend out far enough to see around 
and slightly behind the trailer. 

Make full use of a convex mirror at teast on the right side. This will give 
you vision where,the flat mirror may not. On viewing moving traffic In the 
convex mirror, be especially cautious until you become accustomed to the 
perspective it displays. Vehicles appear to be a greater distance behind 
you than they are i .. when viewed through the convex mirror. 

OfF HIGHWAY USE 

When traveling off the hard surface raad, remember that gravel, sand or 
dirt offer less traction to your wheels in both accelerating and stopping 
situations and especially in hill climbing. Loosening your equalizer bar 
chains or adding rocks or other weight to your car trunk might get you out .,  

of a tight spot if you stall, slipping your drive wheels on a very steep hill - 
i f  not, you may have to calk Tor hetp from another tow vehicle. Roads 
causing this kind of problem are rare, but some of the most beautiful .. 

campgrounds might have just such an entrance. 

A good rule to follow on deciding whether to go in a camp area from a 
major road, is to stop and walk it first, Observe the size trailers already 
parked and what type tow vehicles brought them in. If yours is 
comparable, It's reasonable to assume you can get In and out also. Take 
agood look at where you can park and plan your approach to maneuver 



for parking. Take into consideration any sharp turns, low branches, 
large boulders on road's edge or any other obstacles on which to avoid 
contact. If you have a hgavy trailer and all you see in camp is 
lightweights, you had betler check and make a careful estimate on 
whether you can navigate the route through camp and also whether you 
can get out over any steep loose graveled grade. Remember that now you 
are dealing with the requirement for traction and unless you can get it, all 
the horsepower in that oversized engine won't help one bit. If you are 
careful not to compromise yourself into getting committed into a situation 
you cannot get yourself out of without help, then almost all regularly 
designated camp areas are open to you.. 

STABILIZING JACKS 

Proper set-up either at the vacation site or for winter storage can be done 
very easily. It is recommended that a portable stabilizer jack be used to 
stabilize the unit. 

To begin, afterbisconnecting the trailer from the tow vehicle, crank the 
jack feet down so the unit sits unlevel to the front. Place two stabilizer 
jacks to the rear under the frame and crank the front back up to level. 
This will force the stabilizer to be tight under the rear and remove extra 
weight from the springs and tires prolonging the llfe of the undercarriage. 

Fold down units have their stabilizer jacks built into the frame. To 
operate these units which are spring loaded, hold the jack and push to 
the center of your unil. This will allow the jack to move out of i ts  traveling 
position and allow it to drop into place. Now extend the jack "foot" by 
pushing i t  to the ground. More tension can be placed on the jack feet by 
using the long jack handle supplied in each unit. Be sure that not too 
much force is applied to the jack handle; it wil l cause the holes in the 
jack legs to expand by breaking out the dividers. One or two notches 
should be sufficieni. 

To release these jacks, place the flat end into the "holding hatch" and 
lift. This will allow the jack feet and leg to withdraw. Then hold the jack, 
pull down to disengage the jack from its "jack position" and lift back up 
to the travel position. An extra tug on the jack will ensure thal the jack is 
up and locked into place to prevent damage when braking .l 

TIRES 

The tires of all Jayco units are supplied by companies with the recrea- 
tional vehicle in mind and are tested at turnpike speeds, They are made 
with nylon cord with five rib treads designed to offer strength and extra 
mileage in all kinds oi  weather. 
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The air pressure should be kept at its recommended pressure. Always 
check the tires when they are cool such as before traveling at the 
beginning of the day. 00 NOT release alr pressure as tires become hot. 
If you do, the tires will then be under inflated when they cool down. It is 
recommended that the tire pressure be checked often (beginning of each 
journey) to obtain the maximum life of the tires. 

CAMPER TRAILER TIRES LOAD AND INFLATION DATA .. 

ply Load Max. Ififlation 
Tire Size Rating Range Load * Psi* 
570-8 6 C 910 7 5 

6 C 790 7 0 
. 

1 6 ~ 6 . 5 0 - 8  
18 x 8.50-8 4 B 760 3 5 
530-1 2 6 C 1045 80 
20.5 x 0.00 x 10 6 1105 50 
7.00 x 15 6 C 1720 45 
7.75 x 14ST 4 0 1250 35 
7.75 x 14ST 6 C 1630 55  
7.00 x 15LT 8 D 2040 60 
7.50 x 15LT 8 0 2060 SO 
*{Highway Speed) 

WHEEL LUGS 

When the wheels are installed on your dayco, they are installed with a 
power wrench t h h  supplies 85-95 foot Ibs. of torque. Because of the 
possibilities that these wheel tugs could work loose, it is recommended 
that you check your wheel lugs at 50 and 200 miles. After your first trip, 
check the wheel tbgs periodically for safety. The wheel lugs should then 
be checked after winter storage, before starting a trip or following 
extensive braking. 

WHEEL BEARlNGS 

The wheel bearings that come with your RV have been pre-greased and 
are ready to go. It is  recommended that these bearings be regreased 
every 5-6,000 miles, and at the end of each camping season, to prepare 
them for the winter months ahead. If any water from the road or through 
condensation would lay in ' the hubs all winter, the bearings could be 
damaged. 

When you regrease the wheels, make sure that only a high grade 
non-fiberous grease is used. The wheel bearings are tappered bearings 
and fiberous grease will cause the bearings to become marked or 
chipped. Be sure that you repiace the bearings and race at the same 



t~me,  should you find i t  necessary due to damage. Never let the bearings 
run dry. If you are concerned about .the bearings during a trip, each time 
you stop for gasoline, place your hand on the hubs. I f  they are extremely 
hot, have them examined at a service center for your safety and 
protection. H 

BRAKES - (ELECTRICAL) 

The brakes on your new units are electric and are integrated into your 
brake system of your truck or car in such a way that equal braking power 
is distributed to both trailer and towing vehicle. Explained below are 
several components that make up the brake system. 

First of all, the battery of your truck or car is used as the primary source 
of power. No special source of power is requred. From the battery, the 
power is taken to the controller which will be assembled under the dash- 
board of your truck or car. This controller is a variable resister and 
switch. In op6n positions, it breaks the electrical circuit, so no current 
reaches the brakes. When depressed by hand or by hydraulic pressure 
(foot pedal) the variable resister controls the amount of current which in 
turn varies the braking of your trailer. 

Although it is possible to operate the controller by hand, it is deslgned to 
operate automatically when the car's brakes are applied. A tube for 
hydraulic fluid from the controller to the master cylinder allows the 
accelerator bar and coil to make co~itact when the foot pedal is depressed 
which in turn sends the current to the brakes. To obtain equality between 
your car or truck and your Jayco trailer, a front mounted knob on the 
controller can be turned for more or less braking effort. 

The last item in the braking system is the brakes themselves. The brakes 
are wired in parallel, never in series. If the current first went through one 
brake and then the other as it would for series, each brake would get a 
different quality of power and braking would be uneven. Therefore, the 
brakes are wired to give you the assurance of safety and perfection. 

BRAKES - HYDRAULIC 

Fold down units and small travel trailer (option) may have hydraulic surge 
brakes. These brakes operate automatically as the tow vehicle's brakes 
are applied. As the car or tow vehicle begins to slow down, the trailer wit1 
push towards the car. The coupling mechanism at the hitch contains a 
brake "pressure plate". As the unit continues to press forward, the 
pressure plate becomes depressed, which activates the brakes. 



CAUTION: BREAK-AWAY SWITCH SHOULD BE FULLY RELEASED 
DURtNG VEHICLE OPERATION. CHECK BEFORE TOWING. 

BACKING UP (SEE CAUTION) 

The surge brakes are self-energizing in forward direction only, producing 
the amount of braking needed for safe stopping, yet permitting easy 
back-up without the requirement for solenoid or manually operated - 
btock-out pin. This backing characteristic holds true whether backing up 
on level ground, up a hill or over an obstacle. If a large obstacle is to be 
backed over, it may be necessary to block the movemant of the actuator, , .  

CAUTION SHOULD BE TAKEN TO REMOVE BLOCKS BEFORE RESUMING 
NORMAL TOWING. E 

BREAK-AWAY - E LECTRlCAt 
(Required by taw in several states) 

The break-away switch is used on nearly every type of towed vehicle 
today. A small 12-volt battery (option) that is Iocated on the trailer is 
wired into the break-away system to supply power if ever needed, The 
switch is kept closed by a pin which is connected to the towing vehicle 
by a cable. I f  the trailer and the towing vehicle become separated, the pin 
will be pulled out of the switch, causing the break-away system to be 
activated, forcing the brakes on the trailer to work. This system will 
prevent the towed vehicle from running away and possibly causing 
additional darnagb. Be sure to periodically check and/or recharge the 
battery in this system. 

BREAK-AWAY - HYDRAULIC 

The break-away chain is connected to the towing vehicle. If for any 
reason the trailer becomes detached in transit, this chain actuates the 
braking mechanism, thereby applying braking pressure on the trailer 
wheels. The break-away mechanism should not be used as a parking 
brake. 

Connect the safety break-away chain solidly to the bumper of the towing 
vehicle. The chain must hang clear of the trailer tongue and be long 
enough to permit short radius turns without pulling the break-away lever 
or the actuator forward. CAUTION: CHAIN MUST TRAVEL THROUGH 
EYELET ON FRONT OF ACTUATOR. I 

BRAKE ADJUSTMENT 

To adjust the brakes: Consult the individual brake owner's manual, (The 
brakes should be checked periodically.). 



EXTERIOR ALUMINUM 

The aluminum on the outside of your Jayco can be cleaned and washed 
the same as an automobile finish. It is suggested that a spray wax, or 
wash and wax combination, be used for waxing due to the texture of the 
aluminum. The textured aluminum siding will reduce excess scratching, 
which is very common to smooth surfaces.. 

INSIDE YOUR UNIT 

FABRIC CARE 

The fabrics used throughout your new Jayco add the tlnal touches of 
decor. The following descriptions of care should be followed to maintain 
the rich beauty they offer. 

Curtains: 
The curtains should be dry cleaned only. If they are washed, the curtains 
will lose their sizing and crispness that gives them their-new appearance, 

Cushions: 
DO NOT REMOVE COVERS FROM CUSH1ONS. If the covers are removed, 
if will be extremely difficult to get the foam rubber to go back into the 
cover because of "settling" and shrinking. The cushions are to be 
cleaned with a fabric cleaner and sponge or cloth. DO NOT DRY CLEAN. 
If the cushions are dry cleaned, the vinyl on the reverse side of the 
cushions will shrink, become hard and crack. Also it will remove the 
Scotch Guarding that is used in treating the fabric so staining is kept at a 
minimum. After cleaning, it is recommended that respraying a new coat 
of Scotch Guard to further protect your cushions and keep them looking 
new. 

Carpet: 
To completely clean your carpet, a commercial carpet shampoo can be 
used. Commercial spot remover can be used on stains - be sure to check 
a small hidden area for color fastness before using. 

Window Shades: 
Due to the composition of material used in the window shades, i t  is  
recommended that only lukewarm water on a soft sponge or cloth be used 
to wipe away dirt. 



DOOR AND WINDOWS 

The windows and doors on your new unit should be periodically 
lubricated to ensure easy and free working. A graphite or silicone spray 
can be used to lubricate in this same way to keep the tumblers of the lock 
free and loose. 

ROOF VENTS . . 

The overhead vents, located on the ceiling of your new Jayco, are 
provided to  add additional fresh air. If the unit becomes extremely warm, 
these vents let this warm air sxcape and help provide for continuous air 
flow while they are open. The rear vent in most fifth wheels has been 
wired and equipped with a small 1 1  5-volt motor and fan to help draw the 
air out. This is operated by a switch on the vent. 

ESCAPE HATCHES 

The front roof vent in the fifth wheel and truck camper is also an escape 
exit. In the event of an emergency, grab the two handles and pull toward 
the front of the unit, This will unlatch the escape hatch and it will open 
for a quick exit. 

TELEVISION ANTENNA 

If your new RV is equipped with the optional television antenna, you will 
locate the raising crank on the inside of your unit. Turning this crank will 
raise or lower the antanna while pushing up on the crank will allow you to 
turn the antenna ,to the desired direction. NOTE: The wires for your 
television are inside the cabinet adjacent to crank handle. 

FLOOR 

To care for the decorative cushioned linoleum floor covering, wash and 
wax as you would your kitchen floor at home. 

WALL PANELlNG 

The wall paneling in your new Jayco is  a vinyf veneer. It will resist 
scratches. If deep scratches occur, they can be covered by using a thin 
film of shoe polish or stain, followed by a coating of furniture wax. 

To clean, use a mild solution of soap and lukewarm water with a soft 
sponge or cloth. Refrain from the use of abrasive cleaners; it could 
cause the vinyl ta scratch and turn dull. Grease spots and stubborn dirt 
can be cleaned off with an all purpose spray cleaner. 



CEILING 

The ceiling material in your RV is a pebble board design which has been 
covered with vinyl. It can be cleaned with mild soap and lukewarm water 
or a leading spray cleaner. Do not use an abrasive c1eaner. l  

AIR CONDlTtONlNG 

If your Jayco fly is equipped with an air conditioner you can enjoy com- 
fortable living even in the hottest days and nights when ever you are 
connected to a 1 15-volt power source. To cool your Jayco unit, follow 
these simple steps: 

I. Set the thermostat dial to the desired temperature on the air 
conditioner control panel. 
2 .  Place the blower switch in the desired position - high-cool or low-cool 
- the other two positions (high fan or low fan) operate the fan only. 
3. Adjust the air flow for the desired air distribution. This push-in and 
turn diverts air all to the front, all to the rear or divided' equally between 
the front and rear. 
4. Adjust the louvers on the air box for best air distribution. 
5. After the temperature of your new unit i s  reduced to the  desired 
temperature, you may wish to adjust the operation to low-coot or low fan 
or just alter the thermostat control. 

To completely turn the unit off, place blowef switch on the "off" position. 
NOTE: When unjt i s  turned on, the fan will start immediately. In 
approxjmately two minutes the compressor will start. After the unit is 
turned off, it will not restart for approximately two minutes. 

Your air conditioner is equipped with a permanent type filter which can be 
removed and washed in a solution of water and mild detergent. After you 

, wash the filter, rinse it thoroughly and allow it to dry before replacing i t  in 
the air conditioner. Remove any lint that may have been left, so filter will 
seat itself properly. Should any problems arise, contact your dealer .for 
assistance. I 

ROOF RACK AND DECK LADDER 

If you have the roof rack and deck ladder with the reinforced roof, you will 
gain extensive storage area as well as a sun deck for sun bathing or other 
use. Maximum weight is 500 Ibs. when the vehicle is set up; while 
traveling, weight is 250 Ibs. I 



MISCELLANEOUS 

HOT WEATHER OPERATION 

When possible, always select a parking site where your RV will be shaded 
during the hottest part of the day. Awnings over each window, or 
especially those covering the full length of the RV,  are especially helpful 
in keeping the inside temperature down. 

I 

Roof mounted air conditioners are very desirable for very hot climates. 
One precaution should be kept in mind for their operation, however. For 
proper operation of any motor, especially those in an air conditioner, i t  is . - 
important that the live voltage not be too low. Low voltage causes motors 
to run hotter than they shoutd and their life is therefore shortened. The 
live voltage in many campgrounds is unfortunately not as high as it 
should be, especially when there is a heavy load on i t ,  such as many 
other air conditioners. The use of an extension cord to supply power to 
your RV should be avoided for it often causes a drop in your availabfe 
voltage. Dim lights and a narrowing of your f V  picture are indicators of 
low voltage. It is a good idea to keep a voltmeter plugged into your 
electrical system. Air conditioners are designed to operate properly 
between I1  0-volts and 120-volts. Running them at lower voltages will 
shorten their life. 

COLD WEATHER OPERATION 

Certainly the most important precaution in cold weather operation is: DO 
NOT USE COOK STOVE OR OVEN FOR COMFORT HEATING! 

The furnace, water heater and gas refrigerator are all designed to seal the 
combustion area from the inside of the RV. This is foryour  safety to 
prevent asphyxiation from carbon monoxide or depletion of oxygen. If 
your furnace does not have sufficient capacity to heat your RV cornfort- 
ably in the climate where you are using it, you shoutd replace it with a 
larger capacity furnace. The use of the range or oven to provide supple- 
mentary heat is VERY DANGEROUS and can be fatal, 

If you find frost or condensation in the closets or cupboards during long 
periods of cold weather operation, it is a good idea to leave the doors open 
a little to provide air circulation to dispel the moisture. 

CAMPGROUND COURTESY 

The "golden rule'' should never be forgotten in the campground. Being 
considerate of your neighbors wil l  help make friends. A few ot the "do's 
and don'ts" for consideration are: 





fold down models due to the height of the doors. 
3. Recommended size for a Roll-Up Awning. 

"Height measured from road surface to top of standard ball. Ball height 
can vary wilh loading. Check with dealer before hitch instal lat ion. l  
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